
Trial Pit Log
Trialpit No

TP133
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
10/12/2024

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
3.70

0.
6

2 Scale
1:25

Logged
SQ

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Pit sides 
stable. 4. Trial pit terminated at 3.7m bgl. 5. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20

1.50

3.70

Level
(m) Legend Stratum Description

Dark brown sandy clayey TOPSOIL. Sand is fine to 
coarse. 

Firm to stiff high strength brown mottled grey slightly 
sandy gravelly CLAY. Gravel is angular to subrounded 
fine to coarse of siltstone, mudstone and occasional 
coal.

Light brown slightly clayey fine to coarse SAND with 
pockets of CLAY.

End of pit at 3.70 m

1

2

3

4

5

0.10 ES

0.30 ES
0.40 D

HVP=75 

HVP=82 

1.40 D

1.70 D

2.70 D

3.60 D



Trial Pit Log
Trialpit No

TP134
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
10/12/2024

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
2.50

0.
6

2 Scale
1:25

Logged
SQ

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Pit sides 
stable. 4. Trial pit terminated at 2.5m bgl. 5. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20

1.40

2.50

Level
(m) Legend Stratum Description

Dark brown sandy clayey TOPSOIL. Sand is fine to 
coarse. 

Firm to stiff medium strength brown mottled grey slightly 
sandy gravelly CLAY. Gravel is angular to subrounded 
fine to coarse of siltstone, mudstone and occasional 
coal.

Stiff high strength dark brown mottled grey slightly 
gravelly sandy friable CLAY. Gravel is angular to 
subrounded fine to coarse of siltstone and mudstone. 
Sand is fine to coarse. 

End of pit at 2.50 m

1

2

3

4

5

0.10 ES

0.30 ES
0.40 D

HVP=52 

HVP=72 

1.50 D
HVP=112 

HVP=142 

2.50 D
HVP=148 



Trial Pit Log
Trialpit No

TP135
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
10/12/2024

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
3.60

0.
6

2 Scale
1:25

Logged
SQ

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Pit sides 
stable. 4. Trial pit terminated at 3.6m bgl. 5. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.30

0.90

2.40

3.60

Level
(m) Legend Stratum Description

Dark brown sandy clayey TOPSOIL. Sand is fine to 
coarse. 

Firm to stiff medium strength brown mottled grey slightly 
sandy gravelly CLAY. Gravel is angular to subrounded 
fine to coarse of siltstone, mudstone and occasional 
coal.

Stiff high strength dark brown mottled grey slightly 
gravelly sandy friable CLAY. Gravel is angular to 
subrounded fine to coarse of siltstone and mudstone. 
Sand is fine to coarse. 

Light brown slightly clayey fine to coarse SAND with 
pockets of CLAY.

End of pit at 3.60 m

1

2

3

4

5

0.10 ES

0.40 ES
0.50 D

HVP=64 

1.00 D
HVP=130 

HVP=134 

2.00 D
HVP=98 

2.50 D

3.50 D



Trial Pit Log
Trialpit No

TP136
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
10/12/2024

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
3.40

0.
6

2 Scale
1:25

Logged
SQ

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Pit sides 
stable. 4. Trial pit terminated at 3.4m bgl. 5. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20

1.00

1.70

3.40

Level
(m) Legend Stratum Description

Dark brown sandy clayey TOPSOIL. Sand is fine to 
coarse. 

Firm to stiff medium strength brown mottled grey slightly 
sandy gravelly CLAY. Gravel is angular to subrounded 
fine to coarse of siltstone, mudstone and occasional 
coal.

Stiff high strength dark brown mottled grey slightly 
gravelly sandy friable CLAY. Gravel is angular to 
subrounded fine to coarse of siltstone and mudstone. 
Sand is fine to coarse. 

Becoming medium strength from 1.50m bgl.

Light brown slightly clayey fine to coarse SAND with 
pockets of CLAY.

End of pit at 3.40 m

1

2

3

4

5

0.10 ES

0.30 ES
0.40 D

HVP=58 

HVP=100 
1.10 D

HVP=72 

1.80 D

2.80 D



Trial Pit Log
Trialpit No

HP001
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

354044.18 - 415853.25
60.77

Date
02/12/2024

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
0.90

Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Handpit terminated at 0.9m bgl due to sandstone obstruction. 4. Handpit backfilled with arisings.

Stable.

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20

0.90

Level
(m)

60.57

59.87

Legend Stratum Description

MADE GROUND: Dark brown sandy gravelly TOPSOIL. 
Gravel is angular to subangular fine to coarse of 
sandstone, siltstone and brick.
MADE GROUND: Soft dark brown slightly sandy gravelly 
CLAY. Gravel is angular to subrounded fine to coarse of 
brick, sandstone, mudstone, tarmac, plastic, metal and 
cloth. Sand is fine to coarse.

End of pit at 0.90 m
1

2

3

4

5

0.10 ES

0.90 ES



Trial Pit Log
Trialpit No

HP002
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

354054.10 - 415843.91
59.61

Date
02/12/2024

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
0.80

Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Handpit terminated at 0.8m bgl due to unknown obstruction. 4. Handpit backfilled with arisings.

Stable.

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.50

0.80

Level
(m)

59.11

58.81

Legend Stratum Description

MADE GROUND: Dark brown slightly sandy slightly 
clayey gravelly TOPSOIL. Gravel is angular to 
subrounded fine to coarse of brick, sandstone, mudstone 
and flint. Sand is fine to coarse. Rootlets present.

MADE GROUND: Firm yellow brown slightly sandy 
gravelly CLAY. Gravel is angular to subangular fine to 
coarse of tarmac, brick, sandstone and mudstone. Sand 
is fine to coarse.

End of pit at 0.80 m

1

2

3

4

5

0.10 ES

0.50 ES

0.80 ES



Trial Pit Log
Trialpit No

HP003
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

354023.66 - 415831.35
58.28

Date
02/12/2024

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
1.20

Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater 
encountered. 3. Handpit terminated at 1.2m bgl. 4. Handpit backfilled with arisings.

Stable.

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20

0.50

1.20

Level
(m)

58.08

57.78

57.08

Legend Stratum Description

MADE GROUND: Dark brown slightly sandy slightly 
clayey gravelly TOPSOIL. Gravel is angular to 
subrounded fine to coarse of brick, sandstone, mudstone 
and flint. Sand is fine to coarse. 
MADE GROUND: Firm grey slightly sandy gravelly 
CLAY. Gravel is angular to subangular fine to coarse of 
brick, tarmac, flint and partially weathered sandstone. 
Sand is fine to coarse.
Stiff yellow mottled grey slightly gravelly sandy CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to coarse.

End of pit at 1.20 m

1

2

3

4

5

0.10 ES

0.30 ES

0.50 ES



Trial Pit Log
Trialpit No

HP004
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

354057.73 - 415810.30
60.93

Date
02/12/2024

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
0.70

Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater 
encountered. 3. Handpit terminated at 0.7m bgl. 4. Handpit backfilled with arisings.

Stable.

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.30

0.70

Level
(m)

60.63

60.23

Legend Stratum Description

MADE GROUND: Dark brown slightly sandy slightly 
clayey gravelly TOPSOIL. Gravel is angular to 
subrounded fine to coarse of brick, sandstone, mudstone 
and flint. Sand is fine to coarse. 
MADE GROUND: Firm brown sandy gravelly CLAY. 
Gravel is angular to subangular fine to coarse of partially 
weathered sandstone, tarmac and mudstone. Sand is 
fine to coarse.

End of pit at 0.70 m

1

2

3

4

5

0.10 ES

0.40 ES

0.70 ES



Trial Pit Log
Trialpit No

HP005
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

354067.28 - 415879.75
59.71

Date
02/12/2024

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
0.40

Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Handpit terminated at 0.4m bgl due to sandstone obstruction. 4. Handpit backfilled with arisings.

Stable.

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20

0.40

Level
(m)

59.51

59.31

Legend Stratum Description

MADE GROUND: Dark brown slightly sandy slightly 
clayey gravelly TOPSOIL. Gravel is angular to 
subrounded fine to coarse of brick, sandstone, mudstone 
and flint. Sand is fine to coarse.
MADE GROUND: Firm orange brown sandy gravelly 
CLAY. Gravel is angular to subangular fine to coarse of 
tarmac, brick and partially weathered sandstone. Sand is 
fine to coarse.

End of pit at 0.40 m

1

2

3

4

5

0.10 ES

0.30 ES



Trial Pit Log
Trialpit No

HP006
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

354075.76 - 415899.49
59.89

Date
02/12/2024

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
1.20

Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater 
encountered. 3. Handpit terminated at 1.2m bgl. 4. Handpit backfilled with arisings.

Stable.

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.40

1.20

Level
(m)

59.49

58.69

Legend Stratum Description

MADE GROUND: Dark brown slightly sandy slightly 
clayey gravelly TOPSOIL. Gravel is angular to 
subrounded fine to coarse of brick, sandstone, mudstone 
and flint. Sand is fine to coarse.

Stiff yellow mottled grey slightly gravelly sandy CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone and brick. Sand is fine to coarse.

End of pit at 1.20 m

1

2

3

4

5

0.10 ES

0.40 ES



Trial Pit Log
Trialpit No

SuDS001
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

353892.73 - 415383.34
56.31

Date
04/12/2024

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
1.90

0.
8

2.2 Scale
1:25

Logged
ALW

Remarks:

Stability:

1. Location cleared of services using a handheld cable avoidance tool (CAT). 2. No groundwater 
encountered. 3. Soil percolation test undertaken at 1.90m bgl. 4. Trial pit backfilled with arisings.

Unstable - From 1.60m bgl.

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20

0.50

1.60

1.90

Level
(m)

56.11

55.81

54.71

54.41

Legend Stratum Description

MADE GROUND: Black slightly gravelly sandy 
TOPSOIL. Gravel is angular to subangular fine to coarse 
of sandstone. Sand is fine to coarse. 
Yellow fine to coarse SAND.

Soft low strength reddish brown CLAY.

Brown slightly clayey fine to coarse SAND.

End of pit at 1.90 m

1

2

3

4

5

0.20 ES

0.40 ES

1.00 D
1.00 ES

HVP=42 

HVP=50 

1.90 ES



Trial Pit Log
Trialpit No

SuDS002
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

354176.99 - 415909.99
64.07

Date
04/12/2024

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
1.80

0.
7

2 Scale
1:25

Logged
ALW

Remarks:

Stability:

1. Location cleared of services using a handheld cable avoidance tool (CAT). 2. No groundwater 
encountered. 3. Soil percolation test undertaken at 1.80m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20

0.50

1.80

Level
(m)

63.87

63.57

62.27

Legend Stratum Description

MADE GROUND: Light brown slighty clayey sandy 
TOPSOIL. Sand is fine to coarse. 

Soft low strength brown slightly sandy CLAY. Sand is fine 
to coarse. 

Soft to firm medium strength grey slightly gravelly CLAY. 
Gravel is angular to subangular fine to coarse of siltstone 
and sandstone. 

End of pit at 1.80 m

1

2

3

4

5

0.20 ES

0.40 ES
HVP=42 

1.00 ES
HVP=53 

1.20 D



Trial Pit Log
Trialpit No

SuDS003
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

354126.10 - 415344.83
60.83

Date
04/12/2024

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
1.70

0.
8

2 Scale
1:25

Logged
ALW

Remarks:

Stability:

1. Location cleared of services using a handheld cable avoidance tool (CAT). 2. No groundwater 
encountered. 3. Soil percolation test undertaken at 1.70m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.10

0.60

1.70

Level
(m)

60.73

60.23

59.13

Legend Stratum Description

MADE GROUND: Black TARMAC
Light brown very gravelly fine to coarse SAND. Gravel is 
angular to subangular fine to coarse of sandstone, 
mudstone and siltstone.

Firm to stiff medium strength brownish grey slightly 
sandy CLAY. Gravel is angular to subangular fine to 
coarse of siltstone and mudstone. Sand is fine to coarse. 

Becoming high strength at 1.20m bgl.

End of pit at 1.70 m

1

2

3

4

5

0.20 ES

0.70 D
0.70 ES

HVP=60 

HVP=110 

1.70 D



Trial Pit Log
Trialpit No

SuDS004
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

353642.20 - 415705.64
49.29

Date
05/12/2024

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
1.80

8

2.1 Scale
1:25

Logged
ALW

Remarks:

Stability:

1. Location cleared of services using a handheld cable avoidance tool (CAT). 2. No groundwater 
encountered. 3. Soil percolation test undertaken at 1.80m bgl. 4. Trial pit backfilled with arisings.

Stable 

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20

0.50

1.80

Level
(m)

49.09

48.79

47.49

Legend Stratum Description

MADE GROUND: Brown slightly clayey sandy TOPSOIL. 
Sand is fine to coarse. 

Firm medium strength brown slightly gravelly sandy 
CLAY. Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to coarse.

Firm to stiff high strength red slightly sandy CLAY. Sand 
is fine to coarse. 

Becoming high strength at 1.50m bgl. 

End of pit at 1.80 m

1

2

3

4

5

0.20 ES

0.40 ES
HVP=45 

1.00 D

1.20 ES

HVP=115 



Rotary Core Log
Borehole No.

RBH001
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353911.64 - 415417.27
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.52
Scale
1:50

Client: STORY HOMES Dates: 28/11/2024 - 28/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

1.20

Level
(m)

53.32

Legend Stratum Description

MADE GROUND: Light brown very gravelly fine 
to coarse SAND. Gravel is angular to 
subrounded fine to coarse of siltstone and 
mudstone.

DRIFT.

Continued on next sheet

1

2

3

4

5

6
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10



Rotary Core Log
Borehole No.

RBH001
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353911.64 - 415417.27
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.52
Scale
1:50

Client: STORY HOMES Dates: 28/11/2024 - 28/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

16.50

Level
(m)

38.02

Legend Stratum Description

Light grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH001
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353911.64 - 415417.27
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.52
Scale
1:50

Client: STORY HOMES Dates: 28/11/2024 - 28/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH001
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353911.64 - 415417.27
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.52
Scale
1:50

Client: STORY HOMES Dates: 28/11/2024 - 28/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

40.00

Level
(m)

14.52

Legend Stratum Description

End of borehole at 40.00 m
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Rotary Core Log
Borehole No.

RBH002
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353910.93 - 415446.42
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.27
Scale
1:50

Client: STORY HOMES Dates: 28/11/2024 - 28/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.40

1.20

Level
(m)

53.87

53.07

Legend Stratum Description

MADE GROUND: Concrete.

MADE GROUND: Light brown very gravelly fine 
to coarse SAND. Gravel is angular to 
subrounded fine to coarse of siltstone and 
mudstone.

DRIFT.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH002
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353910.93 - 415446.42
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.27
Scale
1:50

Client: STORY HOMES Dates: 28/11/2024 - 28/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

15.50

Level
(m)

38.77

Legend Stratum Description

Light grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH002
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353910.93 - 415446.42
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.27
Scale
1:50

Client: STORY HOMES Dates: 28/11/2024 - 28/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

Continued on next sheet

21

22

23

24

25

26

27

28

29

30



Rotary Core Log
Borehole No.

RBH002
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353910.93 - 415446.42
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.27
Scale
1:50

Client: STORY HOMES Dates: 28/11/2024 - 28/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

40.00

Level
(m)

14.27

Legend Stratum Description

End of borehole at 40.00 m
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Rotary Core Log
Borehole No.

RBH003
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353891.53 - 415449.00
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.45
Scale
1:50

Client: STORY HOMES Dates: 28/11/2024 - 28/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

1.20

Level
(m)

53.25

Legend Stratum Description

MADE GROUND: Light brown very gravelly fine 
to coarse SAND. Gravel is angular to 
subrounded fine to coarse of siltstone and 
mudstone.

DRIFT.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH003
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353891.53 - 415449.00
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.45
Scale
1:50

Client: STORY HOMES Dates: 28/11/2024 - 28/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

16.50

Level
(m)

37.95

Legend Stratum Description

Light grey SANDSTONE.
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Rotary Core Log
Borehole No.

RBH003
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353891.53 - 415449.00
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.45
Scale
1:50

Client: STORY HOMES Dates: 28/11/2024 - 28/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH003
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353891.53 - 415449.00
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.45
Scale
1:50

Client: STORY HOMES Dates: 28/11/2024 - 28/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

40.00

Level
(m)

14.45

Legend Stratum Description

End of borehole at 40.00 m
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Rotary Core Log
Borehole No.

RBH004
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353959.43 - 415438.87
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.54
Scale
1:50

Client: STORY HOMES Dates: 27/11/2024 - 27/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.40

1.20

Level
(m)

54.14

53.34

Legend Stratum Description

MADE GROUND: Light grey CONCRETE.

MADE GROUND: Firm to stiff greyish brown  
gravelly CLAY. Gravel is angular to subangular 
fine to coarse of siltstone and mudstone.

DRIFT.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH004
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353959.43 - 415438.87
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.54
Scale
1:50

Client: STORY HOMES Dates: 27/11/2024 - 27/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

12.60

14.00

Level
(m)

41.94

40.54

Legend Stratum Description

Light brown SANDSTONE.

Light grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH004
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353959.43 - 415438.87
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.54
Scale
1:50

Client: STORY HOMES Dates: 27/11/2024 - 27/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

Weak drilling (Lost flush) between 29.80 and 30.3m bgl.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH004
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353959.43 - 415438.87
Hole Type

RO

Location: CHARNOCK RICHARD Level: 54.54
Scale
1:50

Client: STORY HOMES Dates: 27/11/2024 - 27/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

40.00

Level
(m)

14.54

Legend Stratum Description

Firm drilling between 30.30 and 31.50m bgl

Weak drilling between between 31.50 and 32.00m bgl

Firm drilling between 32.00m and 40.00m bgl.

End of borehole at 40.00 m
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Rotary Core Log
Borehole No.

RBH005
Sheet 1 of 5

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353936.73 - 415497.18
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.62
Scale
1:50

Client: STORY HOMES Dates: 27/11/2024 - 27/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 42.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.40

1.20

6.00

Level
(m)

44.22

43.42

38.62

Legend Stratum Description

MADE GROUND: Concrete.

MADE GROUND: Firm to stiff greyish brown  
gravelly CLAY. Gravel is angular to subangular 
fine to coarse of siltstone and mudstone.

CLAY

Light grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH005
Sheet 2 of 5

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353936.73 - 415497.18
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.62
Scale
1:50

Client: STORY HOMES Dates: 27/11/2024 - 27/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 42.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH005
Sheet 3 of 5

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353936.73 - 415497.18
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.62
Scale
1:50

Client: STORY HOMES Dates: 27/11/2024 - 27/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 42.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

27.00

30.00

Level
(m)

17.62

14.62

Legend Stratum Description

Light grey MUDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH005
Sheet 4 of 5

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353936.73 - 415497.18
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.62
Scale
1:50

Client: STORY HOMES Dates: 27/11/2024 - 27/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 42.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

40.00

Level
(m)

4.62

Legend Stratum Description

Dark grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH005
Sheet 5 of 5

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353936.73 - 415497.18
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.62
Scale
1:50

Client: STORY HOMES Dates: 27/11/2024 - 27/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 42.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

40.80

42.00

Level
(m)

3.82

2.62

Legend Stratum Description

COAL.

Dark grey SANDSTONE.

End of borehole at 42.00 m
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Rotary Core Log
Borehole No.

RBH006
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353935.73 - 415533.65
Hole Type

RO

Location: CHARNOCK RICHARD Level: 45.46
Scale
1:50

Client: STORY HOMES Dates: 26/11/2024 - 26/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.30

1.20

5.60

Level
(m)

45.16

44.26

39.86

Legend Stratum Description

MADE GROUND: Grass over brown sandy 
gravelly clayey TOPSOIL. Gravel is angular to 
subangular fine to coarse of brick. Sand is fine to 
coarse.
MADE GROUND: Firm to stiff greyish brown  
gravelly CLAY. Gravel is angular to subangular 
fine to coarse of siltstone and mudstone.

DRIFT.

Light grey SANDSTONE.
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Rotary Core Log
Borehole No.

RBH006
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353935.73 - 415533.65
Hole Type

RO

Location: CHARNOCK RICHARD Level: 45.46
Scale
1:50

Client: STORY HOMES Dates: 26/11/2024 - 26/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH006
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353935.73 - 415533.65
Hole Type

RO

Location: CHARNOCK RICHARD Level: 45.46
Scale
1:50

Client: STORY HOMES Dates: 26/11/2024 - 26/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

27.00

Level
(m)

18.46

Legend Stratum Description

Dark grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH006
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353935.73 - 415533.65
Hole Type

RO

Location: CHARNOCK RICHARD Level: 45.46
Scale
1:50

Client: STORY HOMES Dates: 26/11/2024 - 26/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

36.00

37.10

40.00

Level
(m)

9.46

8.36

5.46

Legend Stratum Description

COAL.

Dark grey SANDSTONE.

End of borehole at 40.00 m
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Rotary Core Log
Borehole No.

RBH007
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353927.64 - 415557.31
Hole Type

RO

Location: CHARNOCK RICHARD Level: 46.46
Scale
1:50

Client: STORY HOMES Dates: 27/11/2024 - 27/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.30

1.20

7.20

Level
(m)

46.16

45.26

39.26

Legend Stratum Description

MADE GROUND: Grass over brown sandy 
gravelly clayey TOPSOIL. Gravel is angular to 
subangular fine to coarse of brick. Sand is fine to 
coarse.
MADE GROUND: Firm to stiff greyish brown  
gravelly CLAY. Gravel is angular to subangular 
fine to coarse of siltstone and mudstone.

CLAY.

Light gey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH007
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353927.64 - 415557.31
Hole Type

RO

Location: CHARNOCK RICHARD Level: 46.46
Scale
1:50

Client: STORY HOMES Dates: 27/11/2024 - 27/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description
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11

12

13

14

15

16

17

18

19

20



Rotary Core Log
Borehole No.

RBH007
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353927.64 - 415557.31
Hole Type

RO

Location: CHARNOCK RICHARD Level: 46.46
Scale
1:50

Client: STORY HOMES Dates: 27/11/2024 - 27/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

21.00

23.80

Level
(m)

25.46

22.66

Legend Stratum Description

Light grey MUDSTONE.

Dark grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH007
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353927.64 - 415557.31
Hole Type

RO

Location: CHARNOCK RICHARD Level: 46.46
Scale
1:50

Client: STORY HOMES Dates: 27/11/2024 - 27/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

33.00

34.00

34.60

40.00

Level
(m)

13.46

12.46

11.86

6.46

Legend Stratum Description

Dark grey MUDSTONE.

COAL.

Dark grey SANDSTONE.

End of borehole at 40.00 m
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Rotary Core Log
Borehole No.

RBH008
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353982.75 - 415702.79
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.15
Scale
1:50

Client: STORY HOMES Dates: 29/11/2024 - 29/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

1.20

Level
(m)

57.95

Legend Stratum Description

MADE GROUND: Dark brown slightly clayey 
gravelly fine to coarse SAND with low cobble 
content of brick. Gravel is angular to subangular 
fine to coarse of mixed lithologies including brick.

DRIFT.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH008
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353982.75 - 415702.79
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.15
Scale
1:50

Client: STORY HOMES Dates: 29/11/2024 - 29/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

10.50

16.00

Level
(m)

48.65

43.15

Legend Stratum Description

Dark grey SANDSTONE.

Light grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH008
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353982.75 - 415702.79
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.15
Scale
1:50

Client: STORY HOMES Dates: 29/11/2024 - 29/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

22.00

26.00

Level
(m)

37.15

33.15

Legend Stratum Description

Dark gey SANDSTONE.

Light grey SANDSTONE with bands of 
mudstone.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH008
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353982.75 - 415702.79
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.15
Scale
1:50

Client: STORY HOMES Dates: 29/11/2024 - 29/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

30.50
30.70

33.00
33.20

40.00

Level
(m)

28.65
28.45

26.15
25.95

19.15

Legend Stratum Description

COAL.
Light grey SANDSTONE.

COAL.
Light brown SANDSTONE.

End of borehole at 40.00 m
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Rotary Core Log
Borehole No.

RBH009
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354033.25 - 415688.66
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.10
Scale
1:50

Client: STORY HOMES Dates: 29/11/2024 - 29/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

1.20

6.00

Level
(m)

57.90

53.10

Legend Stratum Description

MADE GROUND: Dark brown slightly clayey 
gravelly fine to coarse SAND with low cobble 
content of brick. Gravel is angular to subangular 
fine to coarse of mixed lithologies including brick.

DRIFT.

Light grey SANDSTONE with bands of 
mudstone.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH009
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354033.25 - 415688.66
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.10
Scale
1:50

Client: STORY HOMES Dates: 29/11/2024 - 29/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

18.00

Level
(m)

41.10

Legend Stratum Description

Dark grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH009
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354033.25 - 415688.66
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.10
Scale
1:50

Client: STORY HOMES Dates: 29/11/2024 - 29/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

20.50

26.40

27.00

Level
(m)

38.60

32.70

32.10

Legend Stratum Description

Light grey SANDSTONE.

COAL.

Light grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH009
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354033.25 - 415688.66
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.10
Scale
1:50

Client: STORY HOMES Dates: 29/11/2024 - 29/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

33.00

40.00

Level
(m)

26.10

19.10

Legend Stratum Description

Light brown SANDSTONE.

End of borehole at 40.00 m
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Rotary Core Log
Borehole No.

RBH010
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354020.07 - 415743.46
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.34
Scale
1:50

Client: STORY HOMES Dates: 29/11/2024 - 29/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.30

1.20

6.30

Level
(m)

59.04

58.14

53.04

Legend Stratum Description

MADE GROUND: Dark brown sandy slightly 
clayey slightly gravelly sandy TOPSOIL. Gravel 
is angular to subangular fine to coarse of 
siltstone, mudstone and chert. Sand is fine to 
coarse. 
Stiff high strength brown mottled grey slightly 
gravelly slightly sandy friable CLAY. Gravel is 
angular to subrounded fine to coarse of siltstone 
and mudstone. Sand is fine to coarse
DRIFT.

Dark grey MUDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH010
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354020.07 - 415743.46
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.34
Scale
1:50

Client: STORY HOMES Dates: 29/11/2024 - 29/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

13.50

13.80

17.30

17.80

Level
(m)

45.84

45.54

42.04

41.54

Legend Stratum Description

COAL.

Light grey SANDSTONE.

COAL.

Light grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH010
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354020.07 - 415743.46
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.34
Scale
1:50

Client: STORY HOMES Dates: 29/11/2024 - 29/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

22.00

Level
(m)

37.34

Legend Stratum Description

Light brown SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH010
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354020.07 - 415743.46
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.34
Scale
1:50

Client: STORY HOMES Dates: 29/11/2024 - 29/11/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

33.00

40.00

Level
(m)

26.34

19.34

Legend Stratum Description

Light grey SANDSTONE.

End of borehole at 40.00 m
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Rotary Core Log
Borehole No.

RBH011
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354064.67 - 415792.77
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.12
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.20

1.20

2.00

2.40
2.60

7.80

Level
(m)

59.92

58.92

58.12

57.72
57.52

52.32

Legend Stratum Description

Dark brown sandy gravelly TOPSOIL. Gravel is 
angular to subangular fine to coarse of siltstone, 
mudstone and chert. Sand is fine to coarse.
Stiff high strength brown mottled grey gravelly 
friable CLAY. Gravel is angular to subangular 
fine to coarse of mudstone and siltstone.

DRIFT.

Dark grey SANDSTONE. 

COAL.
Dark grey MUDSTONE with bands of sandstone.

Light grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH011
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354064.67 - 415792.77
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.12
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

12.00

14.00

16.60

17.00

Level
(m)

48.12

46.12

43.52

43.12

Legend Stratum Description

Light grey MUDSTONE.

Dark grey SANDSTONE.

COAL.

Light grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH011
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354064.67 - 415792.77
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.12
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

20.20

20.70

Level
(m)

39.92

39.42

Legend Stratum Description

COAL.

Light grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH011
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354064.67 - 415792.77
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.12
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

40.00

Level
(m)

20.12

Legend Stratum Description

End of borehole at 40.00 m
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Rotary Core Log
Borehole No.

RBH012
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354068.30 - 415839.95
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.14
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.30

1.20

3.00

9.00

Level
(m)

59.84

58.94

57.14

51.14

Legend Stratum Description

MADE GROUND: Dark brown sandy gravelly 
TOPSOIL. Gravel is angular to subangular fine 
to coarse of sandstone, siltstone and brick.
MADE GROUND: Soft dark brown slightly sandy 
gravelly CLAY. Gravel is angular to subrounded 
fine to coarse of brick, sandstone, mudstone, 
tarmac, plastic, metal and cloth. Sand is fine to 
coarse.
DRIFT

Light brown SANDSTONE.

Dark grey MUDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH012
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354068.30 - 415839.95
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.14
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

13.00

14.60

15.00

Level
(m)

47.14

45.54

45.14

Legend Stratum Description

Light grey MUDSTONE.

COAL.

Light brown SANDSTONE.
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Rotary Core Log
Borehole No.

RBH012
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354068.30 - 415839.95
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.14
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

24.50

26.10

Level
(m)

35.64

34.04

Legend Stratum Description

Weak light grey SANDSTONE.

Light grey SANDSTONE with bands of 
mudstone.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH012
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354068.30 - 415839.95
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.14
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

34.00

40.00

Level
(m)

26.14

20.14

Legend Stratum Description

Light brown SANDSTONE.

End of borehole at 40.00 m
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Rotary Core Log
Borehole No.

RBH013
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354137.54 - 415851.99
Hole Type

RO

Location: CHARNOCK RICHARD Level: 63.01
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.20

1.20

2.20

2.60
2.80

5.70
5.80

Level
(m)

62.81

61.81

60.81

60.41
60.21

57.31
57.21

Legend Stratum Description

Dark brown slightly sandy gravelly TOPSOIL. 
Gravel is angular to subangular fine to coarse of 
siltstone, mudstone and chert. Sand is fine to 
coarse.
Stiff to very stiff high strength brown mottled grey 
slightly gravelly sandy CLAY. Gravel is angular to 
subangular fine to coarse of mudstone and 
siltstone. Sand is fine to coarse.
DRIFT.

Light grey MUDSTONE.

COAL.
Dark grey MUDSTONE.

COAL.
Light grey SANDSTONE with bands of 
mudstone.
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Rotary Core Log
Borehole No.

RBH013
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354137.54 - 415851.99
Hole Type

RO

Location: CHARNOCK RICHARD Level: 63.01
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH013
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354137.54 - 415851.99
Hole Type

RO

Location: CHARNOCK RICHARD Level: 63.01
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH013
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354137.54 - 415851.99
Hole Type

RO

Location: CHARNOCK RICHARD Level: 63.01
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

36.00

37.60

38.10

40.00

Level
(m)

27.01

25.41

24.91

23.01

Legend Stratum Description

Light grey MUDSTONE.

COAL.

Light grey MUDSTONE.

End of borehole at 40.00 m
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Rotary Core Log
Borehole No.

RBH014
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354070.52 - 415884.51
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.78
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.30

1.20

2.60

7.00

Level
(m)

59.48

58.58

57.18

52.78

Legend Stratum Description

MADE GROUND: Dark brown sandy gravelly 
TOPSOIL. Gravel is angular to subangular fine 
to coarse of sandstone, siltstone and brick.
MADE GROUND: Soft dark brown slightly sandy 
gravelly CLAY. Gravel is angular to subrounded 
fine to coarse of brick, sandstone, mudstone, 
tarmac, plastic, metal and cloth. Sand is fine to 
coarse.
DRIFT

Light grey SANDSTONE.

Light grey MUDSTONE.
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Rotary Core Log
Borehole No.

RBH014
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354070.52 - 415884.51
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.78
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

12.00

Level
(m)

47.78

Legend Stratum Description

Light grey SANDSTONE with bands of 
mudstone.
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Rotary Core Log
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RBH014
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354070.52 - 415884.51
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.78
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description
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Rotary Core Log
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RBH014
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354070.52 - 415884.51
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.78
Scale
1:50

Client: STORY HOMES Dates: 02/12/2024 - 02/12/2024
Logged By

SQ

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 40.0m bgl. 5. Borehole backfilled with bentonite and arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

32.00

34.00

38.00

38.40

40.00

Level
(m)

27.78

25.78

21.78

21.38

19.78

Legend Stratum Description

Dark grey SANDSTONE.

Light grey SANDSTONE.

COAL.

Light grey SANDSTONE.

End of borehole at 40.00 m
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353902.55 - 415525.19
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.05
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.55

36.55

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353903.70 - 415524.47
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.02
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.52

36.52

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353904.62 - 415524.17
Hole Type

RO

Location: CHARNOCK RICHARD Level: 43.94
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.44

36.44

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353905.50 - 415523.81
Hole Type

RO

Location: CHARNOCK RICHARD Level: 43.99
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.49

36.49

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m
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SP005
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353906.42 - 415523.56
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.06
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.56

36.56

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m
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Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353906.20 - 415522.50
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.11
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.61

36.61

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m
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SP007
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353904.02 - 415522.78
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.03
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 15.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

SOFT DRILLING INTO SHAFT.
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353904.02 - 415522.78
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.03
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 15.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

15.00

Level
(m)

29.03

Legend Stratum Description

End of borehole at 15.00 m
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353904.30 - 415523.31
Hole Type

RO

Location: CHARNOCK RICHARD Level: 43.99
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 15.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

SOFT DRILLING INTO SHAFT.
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353904.30 - 415523.31
Hole Type

RO

Location: CHARNOCK RICHARD Level: 43.99
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 15.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

15.00

Level
(m)

28.99

Legend Stratum Description

End of borehole at 15.00 m
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353905.32 - 415522.88
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.02
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 15.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

SOFT DRILLING INTO SHAFT.
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353905.32 - 415522.88
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.02
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 15.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

15.00

Level
(m)

29.02

Legend Stratum Description

End of borehole at 15.00 m
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353905.69 - 415521.46
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.11
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.61

36.61

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353905.32 - 415520.57
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.14
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.64

36.64

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353904.84 - 415521.87
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.06
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 15.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

SOFT DRILLING INTO SHAFT.
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353904.84 - 415521.87
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.06
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 15.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

15.00

Level
(m)

29.06

Legend Stratum Description

End of borehole at 15.00 m
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353903.79 - 415522.22
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.07
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 35.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

SOFT DRILLING INTO SHAFT.
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353903.79 - 415522.22
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.07
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 35.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353903.79 - 415522.22
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.07
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 35.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description
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Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353903.79 - 415522.22
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.07
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 35.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

34.00

35.00

Level
(m)

10.07

9.07

Legend Stratum Description

FIRM DRILLING.

End of borehole at 35.00 m
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Project No.
GRO-24220

Co-ords: 353902.72 - 415522.69
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.00
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 30.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

SOFT DRILLING INTO SHAFT.
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Co-ords: 353902.72 - 415522.69
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.00
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 30.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description
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Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.00
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 30.00m bgl due 
mine shaft encountered.

Well Water 
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Depth
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Type
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Coring

TCR SCR RQD
Depth
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30.00

Level
(m)

14.00

Legend Stratum Description

End of borehole at 30.00 m
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Co-ords: 353903.22 - 415523.65
Hole Type

RO

Location: CHARNOCK RICHARD Level: 43.98
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 15.00m bgl due 
mine shaft encountered.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

SOFT DRILLING INTO SHAFT.
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RO

Location: CHARNOCK RICHARD Level: 43.98
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 15.00m bgl due 
mine shaft encountered.

Well Water 
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Depth
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TCR SCR RQD
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Level
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Legend Stratum Description

End of borehole at 15.00 m
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Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.17
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.67

36.67

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m

1

2

3

4

5

6

7

8

9

10



Rotary Core Log
Borehole No.

SP017
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353904.02 - 415519.96
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.15
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.65

36.65

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m

1

2

3

4

5

6

7

8

9

10



Rotary Core Log
Borehole No.

SP018
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353904.46 - 415520.80
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.09
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.59

36.59

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m

1

2

3

4

5

6

7

8

9

10



Rotary Core Log
Borehole No.

SP019
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353903.37 - 415521.34
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.03
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.53

36.53

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m

1

2

3

4

5

6

7

8

9

10



Rotary Core Log
Borehole No.

SP020
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353903.08 - 415520.36
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.10
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.60

36.60

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m

1

2

3

4

5

6

7

8

9

10



Rotary Core Log
Borehole No.

SP021
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353902.10 - 415520.68
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.11
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.61

36.61

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m

1

2

3

4

5

6

7

8

9

10



Rotary Core Log
Borehole No.

SP022
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353902.46 - 415521.77
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.12
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.62

36.62

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m

1

2

3

4

5

6

7

8

9
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Rotary Core Log
Borehole No.

SP023
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353901.32 - 415522.09
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.09
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.59

36.59

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m

1

2

3

4

5

6

7

8

9

10



Rotary Core Log
Borehole No.

SP024
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353901.73 - 415523.05
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.06
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.56

36.56

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m

1

2

3

4

5

6

7

8

9
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Rotary Core Log
Borehole No.

SP025
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353902.06 - 415524.18
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.09
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.59

36.59

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m

1

2

3

4

5

6

7

8

9

10



Rotary Core Log
Borehole No.

SP026
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353901.00 - 415521.16
Hole Type

RO

Location: CHARNOCK RICHARD Level: 44.10
Scale
1:50

Client: STORY HOMES Dates: 25/11/2024 - 25/11/2024
Logged By

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Borehole terminated at 7.50m bgl due 
mine shaft not encountered. 

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

6.50

7.50

Level
(m)

37.60

36.60

Legend Stratum Description

SOFT DRILLING.

FIRM DRILLING.

End of borehole at 7.50 m

1

2

3

4

5

6

7

8

9

10



Borehole Log
Borehole No.

WS001
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354155.89 - 415872.47
Hole Type

WS

Location: CHARNOCK RICHARD Level: 63.35
Scale
1:25

Client: STORY HOMES Dates: 27/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 2.25m bgl due to SPT refusal. 5. Borehole backfilled with 
arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.20

1.00

2.25

Level
(m)

63.15

62.35

61.10

Legend Stratum Description

MADE GROUND: Dark brown gravelly fine to 
coarse SAND. Gravel is angular to subangular 
fine to coarse of tarmac, brick and sandstone. 
Sand is fine to coarse. Rootlets present.
Firm grey mottled orange slightly sandy slightly 
gravelly CLAY. Gravel is subangular to 
subrounded fine to coarse sandstone. Sand is 
fine to coarse.

Extremely weak grey MUDSTONE residually 
weathered recovered as slightly clayey gravel. 
Gravel is angular to subangular fine to coarse.

End of borehole at 2.25 m

1

2

3

4

5

0.20 ES

0.50 ES

1.00 - 1.20 D

1.20 N=24 (3,4/5,6,6,7)

1.80 N=50 (5,10/50 for 
135mm)

1.80 - 2.25 D



Borehole Log
Borehole No.

WS002
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354146.96 - 415917.87
Hole Type

WS

Location: CHARNOCK RICHARD Level: 62.76
Scale
1:25

Client: STORY HOMES Dates: 27/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 2.05m bgl due to SPT refusal. 4. Monitoring standpipe installed 
5. 2.05m bgl (0.6m plain, 1.45m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.05

1.00

2.05

Level
(m)

62.71

61.76

60.71

Legend Stratum Description

MADE GROUND: Light grey angular to 
subangular fine to coarse GRAVEL of limestone.
Firm grey mottled orange slightly sandy slightly 
gravelly CLAY. Gravel is subangular to 
subrounded fine to coarse sandstone. Sand is 
fine to coarse.

Extremely weak grey MUDSTONE residually 
weathered recovered as slightly clayey gravel. 
Gravel is angular to subangular fine to coarse.

End of borehole at 2.05 m

1

2

3

4

5

0.00 - 0.20 ES

1.00 - 1.20 D

1.20 N=50 
(3,6/15,15,16,4)

1.60 D
1.60 N=50 (7,11/50 for 

240mm)



Borehole Log
Borehole No.

WS003
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354211.43 - 415818.80
Hole Type

WS

Location: CHARNOCK RICHARD Level: 67.38
Scale
1:25

Client: STORY HOMES Dates: 27/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 2.05m bgl due to SPT refusal. 5. Monitoring standpipe installed 
to 2.05m bgl (1.0m plain, 1.05m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.20

0.50

2.05

Level
(m)

67.18

66.88

65.33

Legend Stratum Description

MADE GROUND: Brown slightly clayey slightly 
sandy gravelly TOPSOIL . Gravel is angular to 
subangular fine to coarse of sandstone. Sand is 
fine to coarse. Rootlets present.
MADE GROUND: Black grey slightly sandy 
angular to subangular fine to coarse GRAVEL of 
concrete, tarmac and sandstone. Sand is fine to 
coarse.
Firm brown orange slightly sandy slightly gravelly 
CLAY. Gravel is subangular to subrounded fine 
to coarse sandstone. Sand is fine to coarse.

End of borehole at 2.05 m

1

2

3

4

5

0.10 ES

0.30 ES

0.70 ES

1.20 N=23 (3,4/5,5,5,8)
1.20 - 1.60 D

1.60 N=50 (6,9/50 for 
285mm)

1.60 - 2.05 D



Borehole Log
Borehole No.

WS004
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354277.29 - 415806.75
Hole Type

WS

Location: CHARNOCK RICHARD Level: 69.05
Scale
1:25

Client: STORY HOMES Dates: 27/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 1.35m bgl due to SPT refusal. 5. Borehole backfilled with 
arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.20

0.40

1.35

Level
(m)

68.85

68.65

67.70

Legend Stratum Description

MADE GROUND: Brown slightly clayey slightly 
sandy gravelly TOPSOIL . Gravel is angular to 
subangular fine to coarse of sandstone. Sand is 
fine to coarse. Rootlets present.
MADE GROUND: Dark brown gravelly fine to 
coarse SAND. Gravel is angular to subangular 
fine to coarse of concrete, limestone and 
sandstone. Sand is fine to coarse.
Very dense orange slightly clayey gravelly 
SAND. Gravel is subangular to subrounded fine 
to coarse of sandstone. Sand is fine to coarse.

End of borehole at 1.35 m

1

2

3

4

5

0.10 ES

0.30 ES

0.60 ES

0.90 N=50 (25 for 
10mm/50 for 25mm)

0.90 - 1.35 D



Borehole Log
Borehole No.

WS005
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354253.19 - 415775.11
Hole Type

WS

Location: CHARNOCK RICHARD Level: 68.94
Scale
1:25

Client: STORY HOMES Dates: 27/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 0.8m bgl due to SPT refusal. 5. Borehole backfilled with 
arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.20

0.35

0.80

Level
(m)

68.74

68.58

68.14

Legend Stratum Description

MADE GROUND: Moss over light brown clayey 
gravelly SAND. Gravel is subangular to angular 
fine to coarse of sandstone, siltstone and 
limestone. Sand is fine to coarse.
MADE GROUND: Dark brown gravelly fine to 
coarse SAND. Gravel is angular to subangular 
fine to coarse of concrete, limestone and  
sandstone. Sand is fine to coarse.
Extremely weak grey becoming red fine to 
coarse grained SANDSTONE residually 
weathered recovered as gravelly sand. Gravel is 
angular to subangular fine to coarse.

End of borehole at 0.80 m
1

2

3

4

5

0.10 ES

0.30 ES

0.50 ES

0.80 D
0.80 N=50 (25 for 

125mm/50 for 
125mm)



Borehole Log
Borehole No.

WS006
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354173.32 - 415801.74
Hole Type

WS

Location: CHARNOCK RICHARD Level: 65.84
Scale
1:25

Client: STORY HOMES Dates: 27/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 2.05m bgl due to SPT refusal. 5. Monitoring standpipe installed 
to 2.05m bgl (1.0m plain, 1.05m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.20

0.40

1.70

2.05

Level
(m)

65.64

65.44

64.14

63.79

Legend Stratum Description

MADE GROUND:: Grass and moss over dark 
brown clayey gravelly SAND. Gravel is 
subangular to angular fine to coarse of 
sandstone. Sand is fine to coarse.
MADE GROUND: Dark brown gravelly fine to 
coarse SAND. Gravel is angular to subangular 
fine to coarse of concrete, limestone and 
residually weathered sandstone. Sand is fine to 
coarse.
Firm grey mottled orange slightly sandy slightly 
gravelly CLAY. Gravel is subangular to 
subrounded fine to coarse sandstone. Sand is 
fine to coarse.

Very dense orange slightly clayey gravelly 
SAND. Gravel is subangular to subrounded fine 
to coarse of sandstone. Sand is fine to coarse.

End of borehole at 2.05 m

1

2

3

4

5

0.25 ES

0.50 ES

1.20 N=23 (3,4/4,5,6,8)
1.20 - 1.65 D

1.60 N=50 (8,11/50 for 
240mm)

1.65 - 2.05 D
1.80 ES



Borehole Log
Borehole No.

WS007
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354106.82 - 415743.36
Hole Type

WS

Location: CHARNOCK RICHARD Level: 63.01
Scale
1:25

Client: STORY HOMES Dates: 27/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 2.05m bgl due to SPT refusal. 5. Monitoring standpipe installed 
to 2.05m bgl (1.0m plain, 1.05m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.05

0.30

2.05

Level
(m)

62.96

62.71

60.96

Legend Stratum Description

MADE GROUND: Light grey angular to 
subangular fine to coarse GRAVEL of limestone.
MADE GROUND: Dark brown grey sandy 
angular to subangular fine to coarse GRAVEL of 
concrete, tarmac, sandstone, mudstone and 
limestone. Sand is fine to coarse.
Firm grey mottled orange slightly sandy slightly 
gravelly CLAY. Gravel is subangular to 
subrounded fine to coarse mudstone. Sand is 
fine to coarse.

End of borehole at 2.05 m

1

2

3

4

5

0.20 ES

0.50 ES

1.20 N=30 (3,5/8,6,7,9)
1.20 - 1.65 D

1.60 N=50 (25 for 
15mm/50 for 20mm)

1.65 - 2.05 D



Borehole Log
Borehole No.

WS008
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354058.56 - 415701.60
Hole Type

WS

Location: CHARNOCK RICHARD Level: 59.12
Scale
1:25

Client: STORY HOMES Dates: 28/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 2.4m bgl due to SPT refusal. 5. Monitoring standpipe installed to 
2.4m bgl (1.0m plain, 1.4m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.20

2.30
2.40

Level
(m)

58.92

56.82
56.72

Legend Stratum Description

Dark brown clayey sandy TOPSOIL. Sand is fine 
to coar

Firm grey mottled orange slightly sandy slightly 
gravelly CLAY. Gravel is subangular to 
subrounded fine to coarse sandstone. Sand is 
fine to coarse. Rootlets present.

Very weak grey MUDSTONE destructured 
recovered as angular to subangular fine to 
coarse gravel.

End of borehole at 2.40 m

1

2

3

4

5

0.20 ES

0.50 ES

1.20 N=10 (1,2/2,2,3,3)
1.20 - 1.65 D

2.00 N=50 (6,9/50 for 
245mm)

2.00 - 2.24 D



Borehole Log
Borehole No.

WS009
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354010.91 - 415716.90
Hole Type

WS

Location: CHARNOCK RICHARD Level: 59.06
Scale
1:25

Client: STORY HOMES Dates: 28/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 2.45m bgl due to SPT refusal. 5. Borehole backfilled with 
arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.20

2.45

Level
(m)

58.86

56.60

Legend Stratum Description

Light brown slightly clayey slightly gravelly sandy 
TOPSOIL. Gravel is angular to subangular fine 
to coarse of glass, sandstone and mudstone. 
Sand is fine to coarse. 
Firm grey mottled orange slightly sandy slightly 
gravelly CLAY. Gravel is subangular to 
subrounded fine to coarse of sandstone and flint. 
Sand is fine to coarse.

End of borehole at 2.45 m

1

2

3

4

5

0.20 ES

0.50 ES

1.20 N=10 (1,2/3,2,2,3)
1.20 - 1.65 D

2.00 N=50 (5,8/50 for 
240mm)

2.00 - 2.24 D



Borehole Log
Borehole No.

WS010
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354003.57 - 415742.53
Hole Type

WS

Location: CHARNOCK RICHARD Level: 59.13
Scale
1:25

Client: STORY HOMES Dates: 28/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 2.25m bgl due to SPT refusal. 5. Monitoring standpipe installed 
to 2.25m bgl (1.0m plain, 1.25m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.15

2.25

Level
(m)

58.98

56.89

Legend Stratum Description

Light brown slightly clayey slightly gravelly sandy 
TOPSOIL. Gravel is angular to subangular fine 
to coarse of glass, sandstone and mudstone. 
Sand is fine to coarse. 
Firm grey mottled orange slightly sandy slightly 
gravelly CLAY. Gravel is subangular to 
subrounded fine to coarse mudstone. Sand is 
fine to coarse.

End of borehole at 2.25 m

1

2

3

4

5

0.10 ES

0.50 ES

1.20 N=7 (1,2/2,2,1,2)
1.20 - 1.65 D

2.00 N=50 (6,9/50 for 
290mm)

2.00 - 2.24 D



Borehole Log
Borehole No.

WS011
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353956.86 - 415668.16
Hole Type

WS

Location: CHARNOCK RICHARD Level: 57.12
Scale
1:25

Client: STORY HOMES Dates: 28/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 2.245m bgl due to SPT refusal. 5. Monitoring standpipe installed 
to 2.245m bgl (0.5m plain, 1.745m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.20

0.35

2.25

Level
(m)

56.92

56.77

54.87

Legend Stratum Description

MADE GROUND: Light brown slightly clayey 
slightly gravelly sandy TOPSOIL. Gravel is 
angular to subangular fine to coarse of glass, 
sandstone and mudstone. Sand is fine to coarse. 
MADE GROUND: Dark brown black sandy 
slightly clayey sandy angular to subangular fine 
to coarse GRAVEL of tarmac and sandstone. 
Sand is fine to coarse.
Firm brown grey slightly sandy slightly gravelly 
CLAY. Gravel is subangular to subrounded fine 
to coarse of sandstone. Sand is fine to coarse.

End of borehole at 2.25 m

1

2

3

4

5

0.10 ES

0.25 ES

0.50 ES

1.20 N=16 (1,2/3,4,4,5)
1.20 - 1.65 D

2.00 N=50 (7,8/50 for 
285mm)

2.00 - 2.24 D



Borehole Log
Borehole No.

WS012
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353908.80 - 415693.73
Hole Type

WS

Location: CHARNOCK RICHARD Level: 55.59
Scale
1:25

Client: STORY HOMES Dates: 28/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 2.245m bgl due to SPT refusal. . Monitoring standpipe installed 
to 2.245m bgl (0.5m plain, 1.745m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.25

2.25

Level
(m)

55.34

53.35

Legend Stratum Description

Brown slightly clayey slightly gravelly sandy 
TOPSOIL. Gravel is angular to subangular fine 
to coarse of glass, sandstone and mudstone. 
Sand is fine to coarse. 
Firm mottled grey orange slightly sandy slightly 
gravelly CLAY. Gravel is subangular to 
subrounded fine to coarse of sandstone. Sand is 
fine to coarse.

End of borehole at 2.25 m

1

2

3

4

5

0.20 ES

0.50 ES

1.20 N=16 (1,3/3,3,4,6)
1.20 - 1.65 D

2.00 N=50 (6,9/50 for 
270mm)

2.00 - 2.24 D



Borehole Log
Borehole No.

WS013
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353837.21 - 415686.90
Hole Type

WS

Location: CHARNOCK RICHARD Level: 54.50
Scale
1:25

Client: STORY HOMES Dates: 28/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 2.245m bgl due to SPT refusal. 5. Borehole backfilled with 
arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.50

2.25

Level
(m)

54.00

52.25

Legend Stratum Description

Light brown slightly clayey slightly gravelly sandy 
TOPSOIL. Gravel is angular to subangular fine 
to coarse of glass, sandstone and mudstone. 
Sand is fine to coarse. 

Firm orange brown slightly gravelly slightly sandy 
CLAY. Gravel is subangular to subrounded fine 
to coarse of sandstone and flint. Sand is fine to 
coarse.

End of borehole at 2.25 m

1

2

3

4

5

0.30 ES

0.60 ES

1.20 N=16 (1,3/3,3,4,6)
1.20 - 1.65 D

2.00 N=50 
(6,8/11,14,14,11)

2.00 - 2.24 D



Borehole Log
Borehole No.

WS014
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353897.17 - 415615.48
Hole Type

WS

Location: CHARNOCK RICHARD Level: 54.88
Scale
1:25

Client: STORY HOMES Dates: 28/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 2.245m bgl due to SPT refusal. 5. Monitoring standpipe installed 
to 2.245m bgl (1.0m plain, 1.245m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.40

0.55

1.00

2.25

Level
(m)

54.48

54.33

53.88

52.63

Legend Stratum Description

MADE GROUND: Light brown slightly clayey 
slightly gravelly sandy TOPSOIL. Gravel is 
angular to subangular fine to coarse of 
sandstone and mudstone. Sand is fine to coarse. 

MADE GROUND: Dark brown black clayey 
sandy GRAVEL. Gravel is angular to subangular 
fine to coarse of tarmac and sandstone. Sand is 
fine to coarse. Rootlets and leaf litter present.
Light brown slightly clayey gravelly fine to coarse 
SAND. Gravel is angular to subangular fine to 
coarse of sandstone and siltstone.

Firm mottled orange grey slightly gravelly slightly 
sandy CLAY. Gravel is angular to subangular fine 
to coarse of sandstone. Sand is fine to coarse.

End of borehole at 2.25 m

1

2

3

4

5

0.15 ES

0.30 ES
0.40 ES

0.60 ES

1.20 N=27 (1,3/6,7,9,5)
1.20 - 1.65 D

2.00 N=50 (6,9/50 for 
275mm)

2.00 - 2.24 D



Borehole Log
Borehole No.

WS015
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353794.10 - 415661.28
Hole Type

WS

Location: CHARNOCK RICHARD Level: 52.96
Scale
1:25

Client: STORY HOMES Dates: 29/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 1.8m bgl due to SPT refusal. . Borehole backfilled with arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.30

0.50

1.80

Level
(m)

52.66

52.46

51.16

Legend Stratum Description

MADE GROUND: Light brown slightly clayey 
slightly gravelly sandy TOPSOIL. Gravel is 
angular to subangular fine to coarse of glass, 
sandstone and mudstone. Sand is fine to coarse. 
MADE GROUND: Firm light brown orange 
gravelly sandy CLAY with low cobble content of 
brick. Gravel is angular to subangular fine to 
coarse of brick and sandstone. Sand is fine to 
coarse. Rootlets present.
Firm yellow brown slightly sandy gravelly CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to coarse.

End of borehole at 1.80 m

1

2

3

4

5

0.20 ES

0.40 ES

0.70 ES

1.20 N=19 (1,2/4,4,5,6)
1.20 - 1.65 D

1.80 N=50 (6,8/50 for 
245mm)



Borehole Log
Borehole No.

WS016
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353729.25 - 415684.81
Hole Type

WS

Location: CHARNOCK RICHARD Level: 50.68
Scale
1:25

Client: STORY HOMES Dates: 29/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 2.245m bgl due to SPT refusal. 5. Monitoring standpipe installed 
to 2.245m bgl (1.0m plain, 1.245m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.25
0.35
0.45

2.25

Level
(m)

50.43
50.33
50.23

48.43

Legend Stratum Description

MADE GROUND: Light brown slightly clayey 
slightly gravelly sandy TOPSOIL. Gravel is 
angular to subangular fine to coarse of 
sandstone and mudstone. Sand is fine to coarse. 
MADE GROUND: Dark brown clayey sandy 
angular to subrounded fine to coarse GRAVEL of 
tarmac, siltstone and weathered sandstone. 
Sand is fine to coarse.
Residually weathered yellow SANDSTONE 
recovered as slightly clayey. Gravel is angular to 
subangular fine to coarse.
Firm orange mottled grey slightly gravelly slightly 
sandy CLAY. Gravel is angular to subangular fine 
to coarse of sandstone. Sand is fine to coarse.

End of borehole at 2.25 m

1

2

3

4

5

0.20 ES
0.30 ES

0.50 ES

1.20 N=19 (1,3/3,5,6,5)
1.20 - 1.65 D

1.50 D

2.00 N=50 (5,7/50 for 
260mm)

2.00 - 2.24 D



Borehole Log
Borehole No.

WS017
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353648.20 - 415732.20
Hole Type

WS

Location: CHARNOCK RICHARD Level: 50.67
Scale
1:25

Client: STORY HOMES Dates: 29/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 3.05m bgl due to SPT refusal. 5. Borehole backfilled with 
arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.30

3.05

Level
(m)

50.37

47.62

Legend Stratum Description

Light brown slightly clayey slightly gravelly sandy 
TOPSOIL. Gravel is angular to subangular fine 
to coarse of sandstone and mudstone. Sand is 
fine to coarse. 
Firm orange mottled grey slightly gravelly slightly 
sandy CLAY with sand lenses. Gravel is 
subrounded to rounded fine to coarse of 
sandstone.

End of borehole at 3.05 m

1

2

3

4

5

0.20 ES

0.50 ES

1.20 N=20 (1,2/3,4,5,8)
1.20 - 1.65 D

1.70 - 3.05 D

2.00 N=34 (3,8/8,7,9,10)
2.00 - 2.24 D

2.70 N=50 (6,10/50 for 
100mm)



Borehole Log
Borehole No.

WS018
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353689.46 - 415765.63
Hole Type

WS

Location: CHARNOCK RICHARD Level: 52.33
Scale
1:25

Client: STORY HOMES Dates: 29/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT).  2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 2.45m bgl due to SPT refusal. 5. Borehole backfilled with 
arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.20

0.40

2.45

Level
(m)

52.13

51.93

49.88

Legend Stratum Description

MADE GROUND: Brown slightly clayey slightly 
gravelly sandy TOPSOIL. Gravel is angular to 
subangular fine to coarse of sandstone and 
mudstone. Sand is fine to coarse. 
MADE GROUND: Light brown grey sandy 
angular to subangular fine to coarse GRAVEL of 
sandstone, siltstone and tarmac. Sand is fine to 
coarse.
Firm red brown slightly sandy slightly gravelly 
CLAY. Gravel is angular to subangular fine to 
coarse of sandstone. Sand is fine to coarse.

End of borehole at 2.45 m

1

2

3

4

5

0.15 ES
0.25 ES

0.50 ES

1.20 N=18 (1,2/4,4,5,5)
1.20 - 1.65 D

2.00 N=50 (6,9/50 for 
290mm)

2.00 - 2.24 D



Borehole Log
Borehole No.

WS019
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353706.85 - 415738.97
Hole Type

WS

Location: CHARNOCK RICHARD Level: 52.25
Scale
1:25

Client: STORY HOMES Dates: 29/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 1.8m bgl due to SPT refusal on sandstone cobble. 5. Monitoring 
standpipe installed to 1.8m bgl (0.8m plain, 1.0m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.05

0.20

1.80

Level
(m)

52.20

52.05

50.45

Legend Stratum Description

MADE GROUND: Light grey yellow angular to 
subangular fine to coarse GRAVEL of sandstone.
MADE GROUND: Brown black sandy clayey 
angular to subrounded fine to coarse GRAVEL of 
sandstone, mudstone, flint and tarmac. Sand is 
fine to coarse. Rootlets present.
Firm grey mottled brown slightly gravelly slightly 
sandy CLAY. Gravel is angular to subangular fine 
to coarse of sandstone. Sand is fine to coarse.

End of borehole at 1.80 m

1

2

3

4

5

0.15 ES

0.50 ES

1.20 N=15 (1,1/2,2,3,8)
1.20 - 1.65 D

2.00 N=50 (6,8/50 for 
285mm)



Borehole Log
Borehole No.

WS020
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353752.89 - 415756.40
Hole Type

WS

Location: CHARNOCK RICHARD Level: 53.36
Scale
1:25

Client: STORY HOMES Dates: 29/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 1.8m bgl due to SPT refusal. 5. Borehole backfilled with 
arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.20

1.80

Level
(m)

53.16

51.56

Legend Stratum Description

Light brown slightly clayey slightly gravelly sandy 
TOPSOIL. Gravel is angular to subangular fine 
to coarse of sandstone and mudstone. Sand is 
fine to coarse. 
Firm orange grey mottled  slightly sandy slightly 
gravelly CLAY. Gravel is angular to subangular 
fine to coarse of sandstone. Sand is fine to 
coarse.

Becoming red brown from 1.00m bgl.

End of borehole at 1.80 m

1

2

3

4

5

0.15 ES

0.50 ES

1.20 N=11 (1,1/2,2,3,4)
1.20 - 1.65 D

1.80 D
1.80 N=50 (6,9/50 for 

275mm)



Borehole Log
Borehole No.

WS021
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353787.22 - 415729.71
Hole Type

WS

Location: CHARNOCK RICHARD Level: 53.32
Scale
1:25

Client: STORY HOMES Dates: 29/11/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 2.0m bgl due to SPT refusal. 5. Monitoring standpipe installed to 
2.0m bgl (1.0m plain, 1.0m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.05

0.20

0.40

2.00

Level
(m)

53.27

53.12

52.92

51.32

Legend Stratum Description

MADE GROUND: Light grey yellow angular to 
subangular fine to coarse GRAVEL of sandstone.
Light brown slightly clayey slightly gravelly sandy 
TOPSOIL. Gravel is angular to subangular fine 
to coarse of sandstone and mudstone. Sand is 
fine to coarse. 
Grey sandy angular to subangular fine to coarse 
GRAVEL of sandstone with firm clay lenses. 
Sand is fine to coarse.
Firm dark orange brown slightly gravelly sandy 
CLAY with bands of grey fine to coarse. Gravel is 
subangular to subrounded fine to coarse of 
sandstone. 

End of borehole at 2.00 m

1

2

3

4

5

0.15 D
0.15 ES
0.30 D
0.30 ES

0.60 D
0.60 ES

1.20 N=18 (1,3/3,4,5,6)
1.20 - 1.65 D

2.00 N=50 (6,8/50 for 
285mm)

2.00 - 2.24 D



Borehole Log
Borehole No.

WS022
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353989.36 - 415881.38
Hole Type

WS

Location: CHARNOCK RICHARD Level: 56.49
Scale
1:25

Client: STORY HOMES Dates: 03/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 2.2m bgl due to SPT refusal. 5. Monitoring standpipe installed to 
2.2m bgl (1.0m plain, 1.2m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.30

2.20

Level
(m)

56.18

54.28

Legend Stratum Description

MADE GROUND: Soft brown slightly gravelly 
sandy clayey TOPSOIL. Gravel is angular to 
subangular fine to coarse of sandstone and 
ceramic. Sand is fine to coarse. Rootlets 
present.
Stiff orange mottled grey slightly gravelly sandy 
CLAY. Gravel is subangular to subrounded fine 
to coarse of sandstone. Sand is fine to coarse.

Becoming red from 1.20m bgl.

End of borehole at 2.20 m

1

2

3

4

5

0.10 ES

0.50 ES

1.20 N=24 (1,2/4,5,6,9)

2.00 N=50 (6,9/50 for 
285mm)

2.00 - 2.24 D



Borehole Log
Borehole No.

WS023
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353992.13 - 415907.87
Hole Type

WS

Location: CHARNOCK RICHARD Level: 56.40
Scale
1:25

Client: STORY HOMES Dates: 03/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 2.2m bgl due to SPT refusal. 5. Borehole backfilled with 
arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.30

2.20

Level
(m)

56.10

54.20

Legend Stratum Description

MADE GROUND: Soft brown slightly gravelly 
sandy clayey TOPSOIL. Gravel is angular to 
subangular fine to coarse of sandstone and 
ceramic. Sand is fine to coarse. Rootlets 
present.
Stiff orange mottled grey slightly gravelly sandy 
CLAY. Gravel is subangular to subrounded fine 
to coarse of sandstone. Sand is fine to coarse.

End of borehole at 2.20 m

1

2

3

4

5

0.10 ES

0.50 ES

1.00 - 1.20 D

1.20 N=22 (1,2/3,5,6,8)

2.00 N=50 (6,8/50 for 
280mm)

2.00 - 2.24 D



Borehole Log
Borehole No.

WS024
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354057.30 - 415945.67
Hole Type

WS

Location: CHARNOCK RICHARD Level: 59.11
Scale
1:25

Client: STORY HOMES Dates: 03/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 1.7m bgl due to SPT refusal. 5. Monitoring standpipe installed to 
1.7m bgl (0.7m plain, 1.0m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.30

1.60
1.70

Level
(m)

58.80

57.50
57.40

Legend Stratum Description

MADE GROUND: Soft brown slightly gravelly 
sandy clayey TOPSOIL. Gravel is angular to 
subangular fine to coarse of sandstone and 
ceramic. Sand is fine to coarse. Rootlets 
present.
Stiff orange mottled grey slightly gravelly sandy 
CLAY. Gravel is subangular to subrounded fine 
to coarse of sandstone. Sand is fine to coarse.

Very weak grey MUDSTONE destructured 
weathered recovered as angular to subangular 
fine to coarse gravel.

End of borehole at 1.70 m

1

2

3

4

5

0.10 ES

0.50 ES

1.00 - 1.20 D

1.20 N=14 (1,1/2,3,5,4)

1.70 D
1.70 N=50 (6,8/50 for 

285mm)



Borehole Log
Borehole No.

WS025
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354074.03 - 415862.58
Hole Type

WS

Location: CHARNOCK RICHARD Level: 59.81
Scale
1:25

Client: STORY HOMES Dates: 03/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 1.7m bgl due to SPT refusal. 5. Monitoring standpipe installed to 
1.7m bgl (0.7m plain, 1.0m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.30

1.60
1.70

Level
(m)

59.50

58.20
58.10

Legend Stratum Description

MADE GROUND: Soft brown slightly gravelly 
sandy clayey TOPSOIL. Gravel is angular to 
subangular fine to coarse of sandstone and 
glass. Sand is fine to coarse. Rootlets present.
Stiff orange mottled grey slightly gravelly sandy 
CLAY. Gravel is subangular to subrounded fine 
to coarse of sandstone. Sand is fine to coarse.

Very weak grey MUDSTONE destructured 
weathered recovered as angular to subangular 
fine to coarse gravel.

End of borehole at 1.70 m

1

2

3

4

5

0.10 ES

0.50 ES

1.00 - 1.20 D

1.20 N=18 (1,1/2,3,6,7)

1.70 N=50 (6,10/50 for 
240mm)



Borehole Log
Borehole No.

WS026
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354045.81 - 415797.80
Hole Type

WS

Location: CHARNOCK RICHARD Level: 60.55
Scale
1:25

Client: STORY HOMES Dates: 03/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 1.8m bgl due to SPT refusal. 5. Borehole backfilled with 
arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.05

0.30

1.80

Level
(m)

60.50

60.25

58.75

Legend Stratum Description

MADE GROUND: Grass over dark brown slightly 
sandy gravelly clayey TOPSOIL. Gravel is 
angular to subangular fine to coarse of 
mudstone, tarmac, sandstone and brick. Sand is 
fine to coarse.
MADE GROUND: Black sandy clayey angular to 
subangular fine to coarse GRAVEL of brick, 
sandstone and tarmac. Sand is fine to coarse.
Firm dark brown grey slightly sandy gravelly 
CLAY with sand lenses. Gravel is subangular to 
angular fine to coarse of sandstone.

End of borehole at 1.80 m

1

2

3

4

5

0.10 ES

0.50 ES

1.00 - 1.20 D

1.20 N=15 (1,1/3,4,4,4)

2.00 N=50 (6,8/50 for 
285mm)



Borehole Log
Borehole No.

WS027
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354022.48 - 415831.19
Hole Type

WS

Location: CHARNOCK RICHARD Level: 58.28
Scale
1:25

Client: STORY HOMES Dates: 03/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl 3. 
No groundwater encountered. 4. Borehole terminated at 1.8m bgl due to SPT refusal. 5. Monitoring standpipe installed to 
1.7m bgl (0.7m plain, 1.0m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.20

1.80

Level
(m)

58.08

56.48

Legend Stratum Description

MADE GROUND: Soft brown grey slightly 
gravelly sandy clayey TOPSOIL. Gravel is 
angular to subangular fine to coarse of 
sandstone, mudstone and tarmac. Sand is fine to 
coarse. Rootlets present.
Firm grey black slightly sandy gravelly CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone and mudstone. Sand is fine to coarse.

Becoming stiff and mottled yellow from 0.40m bgl.

End of borehole at 1.80 m

1

2

3

4

5

0.10 ES

0.30 ES

0.50 ES

1.00 - 1.20 D

1.20 N=20 (1,2/4,4,5,7)

1.80 D
1.80 N=50 (6,9/50 for 

275mm)



Borehole Log
Borehole No.

WS028
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354153.36 - 415346.65
Hole Type

WS

Location: CHARNOCK RICHARD Level: 58.31
Scale
1:25

Client: STORY HOMES Dates: 06/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 1.5m bgl. 5. Monitoring standpipe installed to 1.5m bgl (0.5m 
plain, 1.0m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.10

1.00

1.50

Level
(m)

58.21

57.31

56.81

Legend Stratum Description

MADE GROUND: Soft dark brown sandy clayey 
TOPSOIL. Sand is fine to coarse. Rootlets 
present.
MADE GROUND: Soft brown slightly sandy 
gravelly CLAY. Gravel is angular to subangular 
fine to coarse of concrete, tarmac and 
sandstone. Sand is fine to coarse. Rootlets 
present.

Firm orange brown slightly sandy gravelly CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone and flint. Sand is fine to coarse.

End of borehole at 1.50 m

1

2

3

4

5

0.20 ES

0.80 ES

1.10 ES
1.20 N=50 (4,6/50 for 

285mm)



Borehole Log
Borehole No.

WS029
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354151.06 - 415280.72
Hole Type

WS

Location: CHARNOCK RICHARD Level: 61.35
Scale
1:25

Client: STORY HOMES Dates: 06/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 0.8m bgl due to SPT refusal on concrete. 5. Handpit backfilled 
with arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.10

0.80

Level
(m)

61.25

60.55

Legend Stratum Description

MADE GROUND: Soft dark brown sandy clayey 
TOPSOIL. Sand is fine to coarse. Rootlets 
present.
MADE GROUND: Soft dark brown grey sandy 
gravelly CLAY with low cobble content of 
concrete and brick. Gravel is angular to 
subangular fine to coarse of sandstone, brick, 
cloth, tarmac and concrete. Sand is fine to 
coarse.

End of borehole at 0.80 m

1

2

3

4

5

0.10 ES

0.50 ES

0.80 N=50 (25 for 
20mm/50 for 45mm)



Borehole Log
Borehole No.

WS030
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354116.34 - 415261.36
Hole Type

WS

Location: CHARNOCK RICHARD Level: 60.95
Scale
1:25

Client: STORY HOMES Dates: 04/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 4.0m bgl due to SPT refusal. 5. Monitoring standpipe installed to 
4.0m bgl (1.0m plain, 3.0m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.10

0.30

0.50

3.90
4.00

Level
(m)

60.85

60.65

60.45

57.05
56.95

Legend Stratum Description

MADE GROUND: Black TARMAC.
MADE GROUND: Stiff dark brown red slightly 
gravelly sandy CLAY. Gravel is angular to 
subangular fine to coarse of brick, sandstone 
and tarmac. Sand is fine to coarse.
MADE GROUND: Reddish brown sandy 
GRAVEL. Gravel is angular to subangular fine to 
coarse of brick and sandstone. Sand is fine to 
coarse.
Stiff orange mottled grey slightly gravelly slightly 
sandy CLAY. Gravel is angular to subangular fine 
to coarse of sandstone. Sand is fine to coarse.

Becoming red mottled grey from 1.50m bgl.

Very weak grey MUDSTONE residually 
weathered recovered as angular to subangular 
fine to coarse gravel.

End of borehole at 4.00 m

1

2

3

4

5

0.20 ES

0.60 ES

1.00 N=12 (1,1/2,3,3,4)
1.00 - 1.45 D

2.00 N=28 (4,6/7,7,6,8)
2.00 - 2.24 D

3.00 N=21 (2,4/5,5,5,6)
3.00 - 3.45 D

4.00 N=50 (4,6/50 for 
275mm)

4.00 - 4.45 D



Borehole Log
Borehole No.

WS031
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354063.21 - 415305.15
Hole Type

WS

Location: CHARNOCK RICHARD Level: 59.43
Scale
1:25

Client: STORY HOMES Dates: 04/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 2.0m bgl due to SPT refusal. 5. Borehole backfilled with 
arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.05

0.15

0.40

2.00

Level
(m)

59.38

59.28

59.03

57.43

Legend Stratum Description

MADE GROUND: Black TARMAC.
MADE GROUND: Black grey sandy angular to 
subangular fine to coarse GRAVEL of tarmac 
and sandstone. Sand is fine to coarse.
MADE GROUND: Red brown sandy  angular to 
subangular fine to coarse GRAVEL of sandstone. 
Sand is fine to coarse.
Firm orange mottled red grey slightly gravelly 
sandy CLAY. Gravel is angular to subrounded 
fine to coarse of sandstone. Sand is fine to 
coarse.

End of borehole at 2.00 m

1

2

3

4

5

0.10 ES

0.30 ES

0.60 ES

1.00 N=11 (1,1/2,2,3,4)

1.20 - 1.65 D

1.90 N=50 (6,10/50 for 
75mm)

1.90 - 2.35 D



Borehole Log
Borehole No.

WS032
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354111.19 - 415321.25
Hole Type

WS

Location: CHARNOCK RICHARD Level: 60.51
Scale
1:25

Client: STORY HOMES Dates: 04/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 1.7m bgl due to SPT refusal. 5. Monitoring standpipe installed to 
1.7m bgl (0.7m plain, 1.0m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.05

0.15

0.40

1.70

Level
(m)

60.46

60.36

60.11

58.81

Legend Stratum Description

MADE GROUND: Black TARMAC.
MADE GROUND: Black grey sandy angular to 
subangular fine to coarse GRAVEL of tarmac 
and sandstone. Sand is fine to coarse.
MADE GROUND: Red brown sandy  angular to 
subangular fine to coarse GRAVEL of sandstone. 
Sand is fine to coarse.
Firm orange brown slightly sandy gravelly CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to coarse.

End of borehole at 1.70 m

1

2

3

4

5

0.10 ES

0.30 ES

0.60 ES

1.00 N=14 (1,2/3,3,4,4)
1.00 - 1.20 D

1.70 D
1.70 N=50 (6,9/50 for 

285mm)



Borehole Log
Borehole No.

WS033
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354045.74 - 415356.45
Hole Type

WS

Location: CHARNOCK RICHARD Level: 58.09
Scale
1:25

Client: STORY HOMES Dates: 06/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 2.0m bgl due to SPT refusal. . Monitoring standpipe installed to 
2.0m bgl (1.0m plain, 1.0m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.10

0.40

0.80

1.00

1.50

2.00

Level
(m)

57.99

57.69

57.29

57.09

56.59

56.09

Legend Stratum Description

MADE GROUND: Brown slightly gravelly clayey 
sandy TOPSOIL. Gravel is angular to subangular 
fine to coarse of sandstone. Sand is fine to 
coarse.
MADE GROUND: Firm brown red slightly 
gravelly sandy CLAY. Gravel is angular to 
subangular fine to coarse of brick, sandstone 
and tarmac. Sand is fine to coarse.
MADE GROUND: Brown red grey clayey sandy 
angular to subangular fine to coarse GRAVEL of 
tarmac, brick and sandstone. Sand is fine to 
coarse.
MADE GROUND: Red brown clayey fine to 
coarse SAND. 
MADE GROUND: Dark brown red clayey 
gravelly fine to coarse SAND. Gravel is angular 
to subangular fine to coarse of sandstone and 
tarmac. 

Very dense red brown slightly clayey fine to 
coarse SAND.

End of borehole at 2.00 m

1

2

3

4

5

0.20 ES

0.50 ES

1.00 - 1.20 D

1.20 ES
1.20 N=10 (1,1/1,2,3,4)

1.80 ES

2.00 N=50 (6,8/50 for 
285mm)

2.00 - 2.24 D



Borehole Log
Borehole No.

WS034
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353979.86 - 415351.22
Hole Type

WS

Location: CHARNOCK RICHARD Level: 57.21
Scale
1:25

Client: STORY HOMES Dates: 05/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT).  2. Hand dug inspection pit to 1.20m bgl. 
3. No groundwater encountered. 4. Borehole terminated at 1.9m bgl due to SPT refusal. 5. Monitoring standpipe installed 
to 1.9m bgl (0.9m plain, 1.0m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.15

0.50

1.90

Level
(m)

57.06

56.71

55.31

Legend Stratum Description

MADE GROUND: Light brown yellow slightly 
sandy gravelly TOPSOIL. Gravel is angular to 
subangular fine to coarse of sandstone. Sand is 
fine to coarse. 
MADE GROUND: Soft dark brown black slightly 
gravelly sandy CLAY with sand lenses. Gravel is 
angular to subangular fine to coarse of brick, 
tarmac and sandstone.
Firm brown red slightly gravelly sandy CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to coarse.

End of borehole at 1.90 m

1

2

3

4

5

0.10 ES

0.25 ES

0.60 ES

1.00 N=20 (1,3/20 for 
225mm)

1.00 - 1.20 D

1.90 N=50 (1,20/50 for 
150mm)



Borehole Log
Borehole No.

WS035
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353995.83 - 415390.71
Hole Type

WS

Location: CHARNOCK RICHARD Level: 56.98
Scale
1:25

Client: STORY HOMES Dates: 05/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 1.9m bgl due to SPT refusal. 5. Borehole backfilled with 
arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.10

0.60

1.70

1.90

Level
(m)

56.88

56.38

55.28

55.08

Legend Stratum Description

MADE GROUND: Black TARMAC.
MADE GROUND: Yellow sandy angular to 
subangular fine to coarse GRAVEL of sandstone, 
tarmac and brick. Sand is fine to coarse

Firm red brown slightly sandy gravelly CLAY. 
Gravel is angular to subangular fine to coarse of 
flint and sandstone. Sand is fine to coarse.

Extremely weak red SANDSTONE residually 
weathered recovered as sandy angular to 
subangular fine to coarse gravel. Sand is fine to 
coarse.

End of borehole at 1.90 m

1

2

3

4

5

0.30 ES

0.70 ES

1.20 N=13 (1,1/3,3,3,4)

1.90 N=50 (6,9/50 for 
245mm)



Borehole Log
Borehole No.

WS036
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353950.43 - 415410.45
Hole Type

WS

Location: CHARNOCK RICHARD Level: 57.33
Scale
1:25

Client: STORY HOMES Dates: 05/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Concrete cored to 0.25m bgl 3. Hand 
dug inspection pit to 1.20m bgl. 4. No groundwater encountered. 5. Borehole terminated at 0.8m bgl due to SPT refusal. 
6. Borehole backfilled with arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.25

0.80

Level
(m)

57.08

56.53

Legend Stratum Description

MADE GROUND: Grey reinforced CONCRETE.

MADE GROUND: Grey sandy angular to 
subangular fine to coarse GRAVEL of sandstone. 
Sand is fine to coarse.

End of borehole at 0.80 m

1

2

3

4

5

0.50 ES

0.80 N=50 (25 for 
10mm/50 for 25mm)



Borehole Log
Borehole No.

WS037
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353942.59 - 415379.71
Hole Type

WS

Location: CHARNOCK RICHARD Level: 57.38
Scale
1:25

Client: STORY HOMES Dates: 05/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Concrete cored to 0.28m bgl 3. Hand 
dug inspection pit to 1.20m bgl.  4. No groundwater encountered. 5. Borehole terminated at 0.8m bgl due to SPT refusal. 
6. Borehole backfilled with arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.30

0.80

Level
(m)

57.08

56.58

Legend Stratum Description

MADE GROUND: Grey reinforced CONCRETE.

MADE GROUND: Light brown sandy angular to 
subangular fine to coarse GRAVEL of sandstone. 
Sand is fine to coarse.

End of borehole at 0.80 m

1

2

3

4

5

0.50 ES

0.80 N=50 (6,18/50 for 
90mm)



Borehole Log
Borehole No.

WS038
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 353935.42 - 415414.29
Hole Type

WS

Location: CHARNOCK RICHARD Level: 54.50
Scale
1:25

Client: STORY HOMES Dates: 05/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
Groundwater encountered at 1.2m bgl. 4. Borehole terminated at 1.2m bgl due to SPT refusal on concrete. 5. Monitoring 
standpipe installed to 1.2m bgl (0.5m plain, 0.7m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.15

0.40

1.20

Level
(m)

54.35

54.10

53.30

Legend Stratum Description

MADE GROUND: Dark brown slightly clayey 
sandy gravelly TOPSOIL. Gravel is angular to 
subrounded fine to coarse of tarmac, concrete 
and sandstone. Sand is fine to coarse. Rootlets 
present.
MADE GROUND: Firm brown slightly sandy 
gravelly CLAY. Gravel is angular to subangular 
fine to coarse of tarmac, sandstone and brick. 
Sand is fine to coarse. Rootlets present
MADE GROUND: Grey angular to subangular 
fine to coarse GRAVEL of concrete  

End of borehole at 1.20 m

1

2

3

4

5

0.10 ES

0.30 ES

1.00 0 (75 for 125mm/0 for 
0mm)

1.00 - 1.20 D



Borehole Log
Borehole No.

WS039
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354247.76 - 415221.51
Hole Type

WS

Location: CHARNOCK RICHARD Level: 65.01
Scale
1:25

Client: STORY HOMES Dates: 04/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 3.0m bgl due to SPT refusal. 5. Monitoring standpipe installed to 
3.0m bgl (1.0m plain, 2.0m slotted).

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.05

0.20
0.25

3.00

Level
(m)

64.96

64.81
64.76

62.01

Legend Stratum Description

MADE GROUND: Brown slightly clayey sandy 
gravelly TOPSOIL. Gravel is angular to 
subangular fine to coarse of sandstone and 
tarmac. Sand is fine to coarse.
MADE GROUND: Light brown sandy angular to 
subangular fine to coarse GRAVEL of sandstone 
and mudstone. Sand is fine to coarse.
MADE GROUND: Black TARMAC.
Stiff orange brown slightly sandy slightly gravelly 
CLAY with fine to coarse sand lenses. Gravel is 
angular to subangular fine to coarse of 
sandstone.

End of borehole at 3.00 m

1

2

3

4

5

0.20 ES

0.50 ES

1.00 N=13 (1,1/3,4,3,3)
1.00 - 1.20 D

2.00 N=14 (1,1/3,3,4,4)
2.00 - 2.24 D

3.00 N=50 (5,7/50 for 
285mm)



Borehole Log
Borehole No.

WS040
Sheet 1 of 1

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354257.15 - 415249.27
Hole Type

WS

Location: CHARNOCK RICHARD Level: 64.74
Scale
1:25

Client: STORY HOMES Dates: 04/12/2024 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. Hand dug inspection pit to 1.20m bgl. 3. 
No groundwater encountered. 4. Borehole terminated at 3.0m bgl due to SPT refusal. 5. Borehole backfilled with 
arisings.

Well Water 
Strikes

Samples and In Situ Testing

Depth (m) Type Results
Depth

(m)

0.20
0.25

3.00

Level
(m)

64.54
64.49

61.74

Legend Stratum Description

MADE GROUND: Brown slightly clayey sandy 
gravelly TOPSOIL. Gravel is angular to 
subangular fine to coarse of sandstone and 
tarmac. Sand is fine to coarse.
MADE GROUND: Black TARMAC.
Stiff orange brown slightly sandy slightly gravelly 
CLAY with fine to coarse sand lenses. Gravel is 
angular to subangular fine to coarse of 
sandstone.

End of borehole at 3.00 m

1

2

3

4

5

0.20 ES

0.50 ES

1.00 N=13 (1,2/2,3,4,4)
1.00 - 1.45 D

1.50 D

2.00 N=15 (1,2/3,3,4,5)

3.00 N=50 (6,8/50 for 
285mm)



          
           
       

 

FORMER CAMELOT THEME PARK 
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APPENDIX 3 - Final Gas Monitoring Results 

  



 

Steady Weather:

O2 (%v/v) CH4 (%v/v) CO2 (%v/v) LEL H2S (ppm) CO (ppm)

20.7 0.0 0.0 0.0 0.0 0.0

20.7 0.0 0.0 0.0 0.0 0.0

Peak Steady Peak Steady LEL Peak Steady Peak Steady Peak Steady Peak Steady

WS02 0.0 0.0 0.00 0.0 0.0 0.0 4.1 3.9 18.3 18.5 0.0 0.0 0.0 0.0 0.0041 0.0000 1015 - N N/A N/A 0.27

WS03 0.0 0.0 0.00 0.0 0.0 0.0 1.1 1.1 19.7 19.7 0.0 0.0 0.0 0.0 0.0011 0.0000 1014 - N N/A N/A 0.35

WS06 0.0 0.0 0.00 0.0 0.0 0.0 4.6 4.6 18.5 18.4 0.0 0.0 0.0 0.0 0.0046 0.0000 1014 - N N/A N/A 0.25

WS07 0.0 0.0 0.00 0.0 0.0 0.0 0.7 0.7 19.5 19.4 0.0 0.0 0.0 0.0 0.0007 0.0000 1015 - N N/A N/A 1.03

WS08 0.0 0.0 0.00 0.0 0.0 0.0 2.2 2.2 18.6 18.5 0.0 0.0 0.0 0.0 0.0022 0.0000 1016 - N N/A N/A 0.42

WS10 0.0 0.0 0.00 0.0 0.0 0.0 3.0 3.0 18.4 18.4 0.0 0.0 0.0 0.0 0.0030 0.0000 1016 - N N/A N/A 0.27

WS11 0.0 0.0 0.00 0.0 0.0 0.0 0.9 0.9 19.1 19.4 0.0 0.0 0.0 0.0 0.0009 0.0000 1015 - N N/A N/A 0.43

WS12 0.0 0.0 0.00 0.0 0.0 0.0 1.5 1.5 19.0 18.7 0.0 0.0 0.0 0.0 0.0015 0.0000 1015 - N N/A N/A 0.27

WS14 0.0 0.0 0.00 0.0 0.0 0.0 0.9 0.7 19.4 19.5 0.0 0.0 0.0 0.0 0.0009 0.0000 1015 - N N/A N/A 0.43

WS16 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.2 20.1 0.0 0.0 0.0 0.0 0.0000 0.0000 1015 - N N/A N/A 0.96

WS19 0.0 0.0 0.00 0.0 0.0 0.0 0.1 0.1 20.1 20.1 0.0 0.0 0.0 0.0 0.0001 0.0000 1015 - N N/A N/A 0.62

WS20 0.0 0.0 0.00 0.0 0.0 0.0 1.7 1.0 19.1 18.3 0.0 0.0 0.0 0.0 0.0017 0.0000 1015 - N N/A N/A 0.28

WS21 0.0 0.0 0.00 0.0 0.0 0.0 0.3 0.2 20.0 19.9 0.0 0.0 0.0 0.0 0.0003 0.0000 1015 - N N/A N/A 0.59

WS22 0.0 0.0 0.00 0.0 0.0 0.0 0.8 0.5 19.7 19.8 0.0 0.0 0.0 0.0 0.0008 0.0000 1015 - N N/A N/A 0.33

WS24 0.0 0.0 0.00 0.0 0.0 0.0 3.8 2.8 19.0 18.6 0.0 0.0 0.0 0.0 0.0038 0.0000 1015 - N N/A N/A 0.53

WS25 0.0 0.0 0.00 0.0 0.0 0.0 1.2 1.2 19.6 19.6 0.0 0.0 0.0 0.0 0.0012 0.0000 1014 - N N/A N/A 0.19

WS27 0.0 0.0 0.00 0.0 0.0 0.0 3.1 2.8 18.2 17.9 0.0 0.0 0.0 0.0 0.0031 0.0000 1013 - N N/A N/A 0.40

WS28 0.0 0.0 0.00 0.0 0.0 0.0 0.1 0.0 20.0 20.1 0.0 0.0 0.0 0.0 0.0001 0.0000 1013 - N N/A N/A 0.29

WS30 0.0 0.0 0.00 0.0 0.0 0.0 1.2 1.1 19.2 19.4 0.0 0.0 0.0 0.0 0.0012 0.0000 1013 - N N/A N/A NGW

WS32 0.0 0.0 0.00 0.0 0.0 0.0 2.9 2.4 18.8 19.1 0.0 0.0 0.0 0.0 0.0029 0.0000 1014 - N N/A N/A NGW

WS33 0.0 0.0 0.00 0.0 0.0 0.0 0.2 0.1 19.5 19.9 0.0 0.0 10.0 10.0 0.0002 0.0000 1014 - N N/A N/A NGW

WS34 0.0 0.0 0.00 0.0 0.0 0.0 1.2 1.2 19.3 19.1 0.0 0.0 0.0 0.0 0.0012 0.0000 1014 - N N/A N/A 0.39

WS38 0.0 0.0 0.00 0.0 0.0 0.0 0.1 0.0 20.0 20.1 0.0 0.0 0.0 0.0 0.0001 0.0000 1014 - N N/A N/A 0.29

Ambient:

Start

Finish

Hydrogen Sulphide (ppm)

JOB NO:

Equipment: GFM 436OVERCAST

Notes: 

Gas Flow Rate (l/hr)
BH Ref.

PID      

(ppm)

Atmos 

Press     

(mb)

Depth to 

Water          

(m bgl)

Borehole 

Pressure 

(mb)

Methane (%v/v) Carbon Dioxide (%v/v) Oxygen (%v/v) Carbon Monoxide (ppm)
Sheen (Y/N)

Qhg CH4   

(l/hr)

Qhg CO2   

(l/hr)

LNAPL 

(Y/N)

DNAPL 

(Y/N)

Pressure Trend:

CLIENT:

SITE NAME:

PERMANENT GROUND GAS MONITORING FORM

CAMELOT

STORY HOMES LTD

GRO-24220

William Sandiford MitchellENGINEER:

DATE: 23/12/2024



 

Steady Weather:

O2 (%v/v) CH4 (%v/v) CO2 (%v/v) LEL H2S (ppm) CO (ppm)

20.7 0.0 0.0 0.0 0.0 0.0

20.7 0.0 0.0 0.0 0.0 0.0

Peak Steady Peak Steady LEL Peak Steady Peak Steady Peak Steady Peak Steady

WS02 0.0 0.0 0.00 0.0 0.0 0.0 1.5 0.0 20.5 18.5 0.0 0.0 0.0 0.0 0.0015 0.0000 1025 - N N/A N/A 0.31

WS03 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.6 20.4 0.0 0.0 0.0 0.0 0.0000 0.0000 1023 - N N/A N/A 0.34

WS06 0.0 0.0 0.00 0.0 0.0 0.0 3.1 2.5 19.4 19.1 0.0 0.0 0.0 0.0 0.0031 0.0000 1024 - N N/A N/A 0.41

WS07 0.0 0.0 0.00 0.0 0.0 0.0 1.8 1.1 19.4 19.1 0.0 0.0 0.0 0.0 0.0018 0.0000 1024 - N N/A N/A 1.12

WS08 0.0 0.0 0.00 0.0 0.0 0.0 0.5 0.0 20.5 19.9 0.0 0.0 0.0 0.0 0.0005 0.0000 1025 - N N/A N/A 0.52

WS10 0.0 0.0 0.00 0.0 0.0 0.0 5.6 1.8 19.5 17.6 0.0 0.0 0.0 0.0 0.0056 0.0000 1024 - N N/A N/A 0.38

WS11 0.0 0.0 0.00 0.0 0.0 0.0 0.8 0.5 20.1 19.9 0.0 0.0 0.0 0.0 0.0008 0.0000 1026 - N N/A N/A 0.35

WS12 0.0 0.0 0.00 0.0 0.0 0.0 0.7 0.7 20.2 20.2 0.0 0.0 0.0 0.0 0.0007 0.0000 1023 - N N/A N/A 0.27

WS14 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.7 20.6 0.0 0.0 0.0 0.0 0.0000 0.0000 1025 - N N/A N/A 0.61

WS16 0.0 0.0 0.00 0.0 0.0 0.0 0.2 0.1 20.5 20.1 0.0 0.0 0.0 0.0 0.0002 0.0000 1025 - N N/A N/A 0.45

WS19 0.0 0.0 0.00 0.0 0.0 0.0 0.4 0.3 20.6 20.5 0.0 0.0 0.0 0.0 0.0004 0.0000 1023 - N N/A N/A 0.49

WS20 0.0 0.0 0.00 0.0 0.0 0.0 0.5 0.2 20.3 20.2 0.0 0.0 0.0 0.0 0.0000 0.0000 1023 - N N/A N/A 0.23

WS21 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.2 20.2 0.0 0.0 0.0 0.0 0.0000 0.0000 1024 - N N/A N/A 0.36

WS22 0.0 0.0 0.00 0.0 0.0 0.0 0.1 0.1 20.3 20.3 0.0 0.0 0.0 0.0 0.0001 0.0000 1023 - N N/A N/A 0.55

WS24 0.0 0.0 0.00 0.0 0.0 0.0 0.1 0.0 20.3 20.5 0.0 0.0 0.0 0.0 0.0001 0.0000 1023 - N N/A N/A 0.57

WS25 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.5 20.5 0.0 0.0 0.0 0.0 0.0000 0.0000 1025 - N N/A N/A 0.32

WS27 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.7 20.5 20.3 0.0 0.0 0.0 0.0 0.0000 0.0000 1025 - N N/A N/A 0.39

WS28 0.0 0.0 0.00 0.0 0.0 0.0 0.7 0.6 20.3 20.3 0.0 0.0 0.0 0.0 0.0000 0.0000 1025 - N N/A N/A 0.41

WS30 0.0 0.0 0.00 0.0 0.0 0.0 0.6 0.0 20.3 20.2 0.0 0.0 0.0 0.0 0.0000 0.0000 1025 - N N/A N/A NGW

WS32 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.2 20.1 0.0 0.0 0.0 0.0 0.0000 0.0000 1025 - N N/A N/A NGW

WS33 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.1 20.5 0.0 0.0 0.0 0.0 0.0000 0.0000 1024 - N N/A N/A NGW

WS34 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.5 20.4 0.0 0.0 0.0 0.0 0.0000 0.0000 1024 - N N/A N/A 0.56

WS38 0.0 ___._ 0.00 0.0 0.0 0.0 1.0 0.0 20.4 20.3 0.0 0.0 0.0 0.0 0.0010 0.0000 1024 - N N/A N/A 0.48

SITE NAME: CAMELOT ENGINEER: Georgia Barnes

Pressure Trend: Clear Equipment: GFM 436

PERMANENT GROUND GAS MONITORING FORM

CLIENT: STORY HOMES LTD DATE: 15/01/2025

JOB NO: GRO-24220

Notes: 

Hydrogen Sulphide (ppm) Carbon Monoxide (ppm) Qhg CO2   

(l/hr)

Qhg CH4   

(l/hr)

Atmos 

Press     

(mb)

PID      

(ppm)
BH Ref.

Gas Flow Rate (l/hr)
Borehole 

Pressure 

(mb)

Methane (%v/v) Carbon Dioxide (%v/v) Oxygen (%v/v) LNAPL 

(Y/N)

DNAPL 

(Y/N)
Sheen (Y/N)

Depth to 

Water         

(m bgl)

Ambient:

Start

Finish



 

Steady Weather:

O2 (%v/v) CH4 (%v/v) CO2 (%v/v) LEL H2S (ppm) CO (ppm)

20.6 0.0 0.0 0.0 0.0 0.0

20.6 0.0 0.0 0.0 0.0 0.0

Peak Steady Peak Steady LEL Peak Steady Peak Steady Peak Steady Peak Steady

WS02 0.0 0.0 0.00 0.0 0.0 0.0 0.7 0.6 20.0 20.1 0.0 0.0 0.0 0.0 0.0007 0.0000 974 - N N/A N/A 0.65

WS03 0.0 0.0 0.00 0.0 0.0 0.0 1.8 1.7 19.6 19.4 0.0 0.0 0.0 0.0 0.0018 0.0000 973 - N N/A N/A 0.91

WS06 0.0 0.0 0.00 0.0 0.0 0.0 3.5 3.0 17.2 17.4 0.0 0.0 0.0 0.0 0.0035 0.0000 973 - N N/A N/A 0.98

WS07 0.0 0.0 0.00 0.0 0.0 0.0 0.9 0.8 19.5 19.6 0.0 0.0 0.0 0.0 0.0009 0.0000 973 - N N/A N/A 1.19

WS08 0.0 0.0 0.00 0.0 0.0 0.0 1.7 1.5 19.1 19.2 0.0 0.0 0.0 0.0 0.0017 0.0000 973 - N N/A N/A 1.02

WS10 0.0 0.0 0.00 0.0 0.0 0.0 2.5 1.3 18.9 19.3 0.0 0.0 0.0 0.0 0.0025 0.0000 973 - N N/A N/A 0.96

WS11 0.0 0.0 0.00 0.0 0.0 0.0 0.7 0.7 20.0 19.7 0.0 0.0 0.0 0.0 0.0007 0.0000 974 - N N/A N/A 1.01

WS12 0.0 0.0 0.00 0.0 0.0 0.0 1.4 1.1 18.9 19.2 0.0 0.0 0.0 0.0 0.0014 0.0000 975 - N N/A N/A 0.91

WS14 0.0 0.0 0.00 0.0 0.0 0.0 1.2 1.0 19.5 19.4 0.0 0.0 0.0 0.0 0.0012 0.0000 975 - N N/A N/A 1.29

WS16 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.4 20.3 0.0 0.0 0.0 0.0 0.0000 0.0000 973 - N N/A N/A 1.02

WS19 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.2 20.3 0.0 0.0 0.0 0.0 0.0000 0.0000 974 - N N/A N/A 0.95

WS20 0.0 0.0 0.00 0.0 0.0 0.0 1.8 1.6 19.3 18.4 0.0 0.0 0.0 0.0 0.0018 0.0000 974 - N N/A N/A 0.62

WS21 0.0 0.0 0.00 0.0 0.0 0.0 0.6 0.5 19.9 19.8 0.0 0.0 0.0 0.0 0.0006 0.0000 974 - N N/A N/A 0.86

WS22 0.0 0.0 0.00 0.0 0.0 0.0 0.9 0.8 19.8 19.9 0.0 0.0 0.0 0.0 0.0009 0.0000 974 - N N/A N/A 1.09

WS24 0.0 0.0 0.00 0.0 0.0 0.0 2.6 2.4 19.5 1.0 0.0 0.0 0.0 0.0 0.0026 0.0000 973 - N N/A N/A 0.77

WS25 0.0 0.0 0.00 0.0 0.0 0.0 1.0 0.9 19.8 19.2 0.0 0.0 0.0 0.0 0.0010 0.0000 973 - N N/A N/A 0.82

WS27 0.0 0.0 0.00 0.0 0.0 0.0 4.2 4.2 17.3 16.9 0.0 0.0 0.0 0.0 0.0042 0.0000 974 - N N/A N/A 0.89

WS28 0.0 0.0 0.00 0.0 0.0 0.0 0.3 0.3 20.0 20.1 0.0 0.0 0.0 0.0 0.0003 0.0000 973 - N N/A N/A NGW

WS30 0.0 0.0 0.00 0.0 0.0 0.0 1.5 1.4 19.2 19.4 0.0 0.0 0.0 0.0 0.0015 0.0000 974 - N N/A N/A NGW

WS32 0.0 0.0 0.00 0.0 0.0 0.0 3.5 3.1 18.5 18.3 0.0 0.0 0.0 0.0 0.0035 0.0000 973 - N N/A N/A NGW

WS33 0.0 0.0 0.00 0.0 0.0 0.0 0.2 0.1 19.7 19.5 0.0 0.0 0.0 0.0 0.0002 0.0000 973 - N N/A N/A NGW

WS34 0.0 0.0 0.00 0.0 0.0 0.0 1.5 1.3 19.2 19.5 0.0 0.0 0.0 0.0 0.0015 0.0000 974 - N N/A N/A 0.90

WS38 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.3 20.0 0.0 0.0 0.0 0.0 0.0000 0.0000 974 - N N/A N/A 0.72

WS39 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A

SITE NAME: CAMELOT ENGINEER: William Sandiford Mitchell

Pressure Trend: Overcast Equipment: GFM 436

PERMANENT GROUND GAS MONITORING FORM

CLIENT: STORY HOMES LTD DATE: 28/01/2025

JOB NO: GRO-24220

Notes:  - N/A - Inaccessible

Hydrogen Sulphide (ppm) Carbon Monoxide (ppm) Qhg CO2   

(l/hr)

Qhg CH4   

(l/hr)

Atmos 

Press     

(mb)

PID      

(ppm)
BH Ref.

Gas Flow Rate (l/hr)
Borehole 

Pressure 

(mb)

Methane (%v/v) Carbon Dioxide (%v/v) Oxygen (%v/v) LNAPL 

(Y/N)

DNAPL 

(Y/N)
Sheen (Y/N)

Depth to 

Water         

(m bgl)

Ambient:

Start

Finish



 

Steady Weather:

O2 (%v/v) CH4 (%v/v) CO2 (%v/v) LEL H2S (ppm) CO (ppm)

20.7 0.0 0.0 0.0 0.0 0.0

20.7 0.0 0.0 0.0 0.0 0.0

Peak Steady Peak Steady LEL Peak Steady Peak Steady Peak Steady Peak Steady

WS02 0.0 0.0 0.00 0.0 0.0 0.0 2.2 2.1 18.2 18.6 0.0 0.0 0.0 0.0 0.0022 0.0000 1015 - N N/A N/A 1.09

WS03 0.0 0.0 0.00 0.0 0.0 0.0 1.9 1.7 19.1 19.4 0.0 0.0 0.0 0.0 0.0019 0.0000 1015 - N N/A N/A 1.21

WS06 0.0 0.0 0.00 0.0 0.0 0.0 2.8 2.6 18.2 18.7 0.0 0.0 0.0 0.0 0.0028 0.0000 1015 - N N/A N/A 1.35

WS07 0.0 0.0 0.00 0.0 0.0 0.0 1.1 1.0 19.7 19.5 0.0 0.0 0.0 0.0 0.0011 0.0000 1015 - N N/A N/A 1.27

WS08 0.0 0.0 0.00 0.0 0.0 0.0 1.6 1.4 18.9 19.2 0.0 0.0 0.0 0.0 0.0016 0.0000 1015 - N N/A N/A 1.11

WS10 0.0 0.0 0.00 0.0 0.0 0.0 2.1 1.8 19.2 19.5 0.0 0.0 0.0 0.0 0.0021 0.0000 1013 - N N/A N/A 1.20

WS11 0.0 0.0 0.00 0.0 0.0 0.0 0.9 0.8 19.3 19.2 0.0 0.0 0.0 0.0 0.0009 0.0000 1014 - N N/A N/A 1.07

WS12 0.0 0.0 0.00 0.0 0.0 0.0 2.3 2.0 19.2 18.9 0.0 0.0 0.0 0.0 0.0023 0.0000 1015 - N N/A N/A 0.96

WS14 0.0 0.0 0.00 0.0 0.0 0.0 1.5 1.3 19.2 19.1 0.0 0.0 0.0 0.0 0.0015 0.0000 1014 - N N/A N/A 1.41

WS16 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.1 20.2 0.0 0.0 0.0 0.0 0.0000 0.0000 1015 - N N/A N/A 1.09

WS19 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 19.8 19.6 0.0 0.0 0.0 0.0 0.0000 0.0000 1015 - N N/A N/A 0.98

WS20 0.0 0.0 0.00 0.0 0.0 0.0 1.8 1.7 19.2 19.4 0.0 0.0 0.0 0.0 0.0018 0.0000 1015 - N N/A N/A 0.73

WS21 0.0 0.0 0.00 0.0 0.0 0.0 1.1 1.0 18.6 18.4 0.0 0.0 0.0 0.0 0.0011 0.0000 1014 - N N/A N/A 0.98

WS22 0.0 0.0 0.00 0.0 0.0 0.0 1.2 1.0 19.4 19.3 0.0 0.0 0.0 0.0 0.0012 0.0000 1015 - N N/A N/A 1.15

WS24 0.0 0.0 0.00 0.0 0.0 0.0 2.9 2.7 17.8 17.3 0.0 0.0 0.0 0.0 0.0029 0.0000 1015 - N N/A N/A 0.89

WS25 0.0 0.0 0.00 0.0 0.0 0.0 0.7 0.5 19.8 19.5 0.0 0.0 0.0 0.0 0.0007 0.0000 1016 - N N/A N/A 0.92

WS27 0.0 0.0 0.00 0.0 0.0 0.0 4.0 4.0 16.2 16.1 0.0 0.0 0.0 0.0 0.0040 0.0000 1014 - N N/A N/A 1.10

WS28 0.0 0.0 0.00 0.0 0.0 0.0 0.3 0.3 19.9 19.7 0.0 0.0 0.0 0.0 0.0003 0.0000 1014 - N N/A N/A NGW

WS30 0.0 0.0 0.00 0.0 0.0 0.0 1.8 1.3 19.3 18.7 0.0 0.0 0.0 0.0 0.0018 0.0000 1015 - N N/A N/A NGW

WS32 0.0 0.0 0.00 0.0 0.0 0.0 3.5 3.1 17.3 17.5 0.0 0.0 0.0 0.0 0.0035 0.0000 1015 - N N/A N/A NGW

WS33 0.0 0.0 0.00 0.0 0.0 0.0 0.4 0.4 20.2 20.1 0.0 0.0 0.0 0.0 0.0004 0.0000 1015 - N N/A N/A NGW

WS34 0.0 0.0 0.00 0.0 0.0 0.0 1.7 1.6 18.9 18.6 0.0 0.0 0.0 0.0 0.0017 0.0000 1015 - N N/A N/A 0.93

WS38 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.1 20.0 0.0 0.0 0.0 0.0 0.0000 0.0000 1015 - N N/A N/A 0.84

WS39 0.0 0.0 0.00 0.0 0.0 0.0 1.8 1.7 19.3 19.6 0.0 0.0 0.0 0.0 0.0018 0.0000 1014 - N N/A N/A 1.19

Sheen (Y/N)

Depth to 

Water         

(m bgl)

Notes: 

Hydrogen Sulphide (ppm) Carbon Monoxide (ppm) Qhg CO2   

(l/hr)

Qhg CH4   

(l/hr)

Atmos 

Press     

(mb)

PID      

(ppm)
BH Ref.

Gas Flow Rate (l/hr)
Borehole 

Pressure 

(mb)

Methane (%v/v) Carbon Dioxide (%v/v) Oxygen (%v/v)

JOB NO: GRO-24220

Pressure Trend: Overcast Equipment: GFM 436

LNAPL 

(Y/N)

DNAPL 

(Y/N)

PERMANENT GROUND GAS MONITORING FORM

SITE NAME: CAMELOT ENGINEER: William Sandiford Mitchell

Ambient:

Start

Finish

CLIENT: STORY HOMES LTD DATE: 12/02/2025



 

Steady Weather:

O2 (%v/v) CH4 (%v/v) CO2 (%v/v) LEL H2S (ppm) CO (ppm)

20.6 0.0 0.0 0.0 0.0 0.0

20.6 0.0 0.0 0.0 0.0 0.0

Peak Steady Peak Steady LEL Peak Steady Peak Steady Peak Steady Peak Steady

WS02 0.0 0.0 0.00 0.0 0.0 0.0 2.4 2.3 18.3 18.1 0.0 0.0 0.0 0.0 0.0024 0.0000 1000 - N N/A N/A 1.09

WS03 0.0 0.0 0.00 0.0 0.0 0.0 2.2 2.1 19.1 19.0 0.0 0.0 0.0 0.0 0.0022 0.0000 1000 - N N/A N/A 1.08

WS06 0.0 0.0 0.00 0.0 0.0 0.0 2.9 2.8 18.7 18.5 0.0 0.0 0.0 0.0 0.0029 0.0000 1000 - N N/A N/A 1.15

WS07 0.0 0.0 0.00 0.0 0.0 0.0 1.2 1.1 19.7 19.3 0.0 0.0 0.0 0.0 0.0012 0.0000 1000 - N N/A N/A 1.18

WS08 0.0 0.0 0.00 0.0 0.0 0.0 1.8 1.5 19.3 19.2 0.0 0.0 0.0 0.0 0.0018 0.0000 1000 - N N/A N/A 0.99

WS10 0.0 0.0 0.00 0.0 0.0 0.0 2.4 2.3 18.7 18.5 0.0 0.0 0.0 0.0 0.0024 0.0000 1000 - N N/A N/A 1.03

WS11 0.0 0.0 0.00 0.0 0.0 0.0 1.3 1.3 19.4 19.2 0.0 0.0 0.0 0.0 0.0013 0.0000 1000 - N N/A N/A 1.01

WS12 0.0 0.0 0.00 0.0 0.0 0.0 2.4 2.1 17.9 17.5 0.0 0.0 0.0 0.0 0.0024 0.0000 999 - N N/A N/A 0.89

WS14 0.0 0.0 0.00 0.0 0.0 0.0 1.7 1.6 19.6 19.3 0.0 0.0 0.0 0.0 0.0017 0.0000 999 - N N/A N/A 1.21

WS16 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.2 20.1 0.0 0.0 0.0 0.0 0.0000 0.0000 1000 - N N/A N/A 0.97

WS19 0.0 0.0 0.00 0.0 0.0 0.0 0.0 0.0 20.1 20.0 0.0 0.0 0.0 0.0 0.0000 0.0000 1000 - N N/A N/A 0.88

WS20 0.0 0.0 0.00 0.0 0.0 0.0 1.9 1.8 18.8 18.5 0.0 0.0 0.0 0.0 0.0019 0.0000 1000 - N N/A N/A 0.69

WS21 0.0 0.0 0.00 0.0 0.0 0.0 1.4 1.3 19.7 19.5 0.0 0.0 0.0 0.0 0.0014 0.0000 1000 - N N/A N/A 0.92

WS22 0.0 0.0 0.00 0.0 0.0 0.0 1.5 1.4 19.5 19.4 0.0 0.0 0.0 0.0 0.0015 0.0000 1000 - N N/A N/A 1.02

WS24 0.0 0.0 0.00 0.0 0.0 0.0 3.3 3.1 17.3 17.5 0.0 0.0 0.0 0.0 0.0033 0.0000 1000 - N N/A N/A 0.83

WS25 0.0 0.0 0.00 0.0 0.0 0.0 0.5 0.4 19.7 19.5 0.0 0.0 0.0 0.0 0.0005 0.0000 1000 - N N/A N/A 0.88

WS27 0.0 0.0 0.00 0.0 0.0 0.0 4.3 4.1 13.2 12.5 0.0 0.0 0.0 0.0 0.0043 0.0000 999 - N N/A N/A 1.04

WS28 0.0 0.0 0.00 0.0 0.0 0.0 0.8 0.7 19.6 19.8 0.0 0.0 0.0 0.0 0.0008 0.0000 999 - N N/A N/A NGW

WS30 0.0 0.0 0.00 0.0 0.0 0.0 2.1 2.0 18.8 18.9 0.0 0.0 0.0 0.0 0.0021 0.0000 999 - N N/A N/A NGW

WS32 0.0 0.0 0.00 0.0 0.0 0.0 3.8 3.6 15.4 16.1 0.0 0.0 0.0 0.0 0.0038 0.0000 999 - N N/A N/A NGW

WS33 0.0 0.0 0.00 0.0 0.0 0.0 0.6 0.5 19.9 20.0 0.0 0.0 0.0 0.0 0.0006 0.0000 999 - N N/A N/A NGW

WS34 0.0 0.0 0.00 0.0 0.0 0.0 2.0 1.4 17.2 18.7 0.0 0.0 0.0 0.0 0.0020 0.0000 999 - N N/A N/A 0.82

WS38 0.0 0.0 0.00 0.0 0.0 0.0 0.4 0.3 20.2 20.3 0.0 0.0 0.0 0.0 0.0004 0.0000 999 - N N/A N/A 0.77

WS39 0.0 0.0 0.00 0.0 0.0 0.0 2.3 2.1 18.8 19.0 0.0 0.0 0.0 0.0 0.0023 0.0000 999 - N N/A N/A 1.04

Sheen (Y/N)

Depth to 

Water          

(m bgl)

Notes: 

Hydrogen Sulphide (ppm) Carbon Monoxide (ppm) Qhg CO2   

(l/hr)

Qhg CH4   

(l/hr)

Atmos 

Press     

(mb)

PID      

(ppm)
BH Ref.

Gas Flow Rate (l/hr)
Borehole 

Pressure 

(mb)

Methane (%v/v) Carbon Dioxide (%v/v) Oxygen (%v/v)

JOB NO: GRO-24220

Pressure Trend: Overcast Equipment: GFM 436

LNAPL 

(Y/N)

DNAPL 

(Y/N)

PERMANENT GROUND GAS MONITORING FORM

SITE NAME: CAMELOT ENGINEER: William Sandiford Mitchell

Ambient:

Start

Finish

CLIENT: STORY HOMES LTD DATE: 24/02/2025



 

Steady Weather:

O2 (%v/v) CH4 (%v/v) CO2 (%v/v) LEL H2S (ppm) CO (ppm)

20.7 0.0 0.0 0.0 0.0 0.0

20.7 0.0 0.0 0.0 0.0 0.0

Peak Steady Peak Steady LEL Peak Steady Peak Steady Peak Steady Peak Steady

WS02 0.0 0.0 0.00 0.0 0.0 0.0 3.2 2.8 18.3 18.5 0.0 0.0 0.0 0.0 0.0032 0.0000 1004 - N N/A N/A 0.65

WS03 0.0 0.0 0.00 0.0 0.0 0.0 2.1 2.0 19.5 19.3 0.0 0.0 0.0 0.0 0.0021 0.0000 1003 - N N/A N/A 0.69

WS06 0.0 0.0 0.00 0.0 0.0 0.0 1.5 1.2 19.2 19.1 0.0 0.0 0.0 0.0 0.0015 0.0000 1003 - N N/A N/A 0.91

WS07 0.0 0.0 0.00 0.0 0.0 0.0 0.9 0.9 19.5 19.3 0.0 0.0 0.0 0.0 0.0009 0.0000 1002 - N N/A N/A 1.08

WS08 0.0 0.0 0.00 0.0 0.0 0.0 2.2 2.2 18.8 18.7 0.0 0.0 0.0 0.0 0.0022 0.0000 1002 - N N/A N/A 0.92

WS10 0.0 0.0 0.00 0.0 0.0 0.0 7.1 7.2 16.4 16.2 0.0 0.0 0.0 0.0 0.0071 0.0000 1001 - N N/A N/A 0.85

WS11 0.0 0.0 0.00 0.0 0.0 0.0 0.7 0.6 19.3 20.0 0.0 0.0 0.0 0.0 0.0007 0.0000 1001 - N N/A N/A 0.92

WS12 0.0 0.0 0.00 0.0 0.0 0.0 3.4 3.2 18.1 16.2 0.0 0.0 0.0 0.0 0.0034 0.0000 1000 - N N/A N/A 0.82

WS14 0.0 0.0 0.00 0.0 0.0 0.0 2.2 1.4 16.2 18.4 0.0 0.0 0.0 0.0 0.0022 0.0000 1000 - N N/A N/A 1.30

WS16 0.0 0.0 0.00 0.0 0.0 0.0 0.8 0.8 17.3 17.3 0.0 0.0 0.0 0.0 0.0008 0.0000 1000 - N N/A N/A 1.06

WS19 0.0 0.0 0.00 0.0 0.0 0.0 3.1 2.2 17.7 16.9 0.0 0.0 0.0 0.0 0.0031 0.0000 1000 - N N/A N/A 0.97

WS20 0.0 0.0 0.00 0.0 0.0 0.0 2.3 2.1 18.3 18.0 0.0 0.0 0.0 0.0 0.0023 0.0000 1003 - N N/A N/A 0.66

WS21 0.0 0.0 0.00 0.0 0.0 0.0 1.4 1.3 19.7 19.4 0.0 0.0 0.0 0.0 0.0014 0.0000 1000 - N N/A N/A 0.81

WS22 0.0 0.0 0.00 0.0 0.0 0.0 1.7 1.5 19.3 19.1 0.0 0.0 0.0 0.0 0.0017 0.0000 1003 - N N/A N/A 1.02

WS24 0.0 0.0 0.00 0.0 0.0 0.0 3.5 3.1 18.1 18.4 0.0 0.0 0.0 0.0 0.0035 0.0000 1003 - N N/A N/A 0.71

WS25 0.0 0.0 0.00 0.0 0.0 0.0 0.9 0.8 19.9 20.0 0.0 0.0 0.0 0.0 0.0009 0.0000 1003 - N N/A N/A 0.76

WS27 0.0 0.0 0.00 0.0 0.0 0.0 6.8 6.3 13.3 14.7 0.0 0.0 0.0 0.0 0.0068 0.0000 1003 - N N/A N/A 0.66

WS28 0.0 0.0 0.00 0.0 0.0 0.0 1.4 1.3 19.7 19.5 0.0 0.0 0.0 0.0 0.0014 0.0000 1005 - N N/A N/A NGW

WS30 0.0 0.0 0.00 0.0 0.0 0.0 2.3 2.1 19.2 19.1 0.0 0.0 0.0 0.0 0.0023 0.0000 1005 - N N/A N/A NGW

WS32 0.0 0.0 0.00 0.0 0.0 0.0 4.5 3.8 17.2 17.6 0.0 0.0 0.0 0.0 0.0045 0.0000 1005 - N N/A N/A NGW

WS33 0.0 0.0 0.00 0.0 0.0 0.0 0.2 0.2 20.2 20.3 0.0 0.0 0.0 0.0 0.0002 0.0000 1005 - N N/A N/A NGW

WS34 0.0 0.0 0.00 0.0 0.0 0.0 1.2 1.0 19.9 19.8 0.0 0.0 0.0 0.0 0.0012 0.0000 1002 - N N/A N/A 0.76

WS38 0.0 0.0 0.00 0.0 0.0 0.0 0.7 0.6 19.8 19.9 0.0 0.0 0.0 0.0 0.0007 0.0000 1005 - N N/A N/A 1.08

WS39 0.0 0.0 0.00 0.0 0.0 0.0 2.5 2.3 19.2 18.9 0.0 0.0 0.0 0.0 0.0025 0.0000 1004 - N N/A N/A 1.27

Sheen (Y/N)

Depth to 

Water          

(m bgl)

Notes: 

Hydrogen Sulphide (ppm) Carbon Monoxide (ppm) Qhg CO2   

(l/hr)

Qhg CH4   

(l/hr)

Atmos 

Press     

(mb)

PID      

(ppm)
BH Ref.

Gas Flow Rate (l/hr)
Borehole 

Pressure 

(mb)

Methane (%v/v) Carbon Dioxide (%v/v) Oxygen (%v/v)

JOB NO: GRO-24220

Pressure Trend: OVERCAST Equipment: GFM 436

LNAPL 

(Y/N)

DNAPL 

(Y/N)

PERMANENT GROUND GAS MONITORING FORM

SITE NAME: CAMELOT ENGINEER: William Sandiford Mitchell

Ambient:

Start

Finish

CLIENT: STORY HOMES LTD DATE: 11/03/2025
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Limitations 

This report (Report) forms part of the Services and if applicable Additional Services undertaken  by 

Groundtech Consulting Ltd pursuant to a written contract (Agreement) which contains detailed provisions 

including express limitations of the liability of Groundtech Consulting Ltd. 

 

This Report was prepared using reasonable skill and care as stated in the Agreement for the purpose 

including intended end use stated by the Client (Purpose) and the liability of Groundtech Consulting Ltd in 

respect of the form and content of this Report is no greater than its liability under the Agreement.  All 

records, measurements notes, or any other data (Data) obtained by or for the benefit of the Consultant 

were obtained at a specific point in time and it may not be assumed by the Client or any person relying on 

this Report that the Data will remain unaffected by the passage of time, the seasons, weather conditions, 

changes in the water table or the carrying out and completion of works at the Site.  

 

Unless otherwise agreed this Report has been prepared exclusively for the use and reliance of the Client 

and may not be relied upon, by any other party except as provided for in the Agreement. A third party who 

relies on this Report, does so at their own and sole risk and Groundtech Consulting Ltd has no liability to 

such parties. 

 

Groundtech Consulting Ltd that this Report is to be used for the Purpose. The Purpose was instrumental in 

determining the scope and of the Services provided.  If the Purpose should change, the Client may not be 

able to rely on the Report without the separate agreement of Groundtech Consulting Ltd. 

 

Since the Report was written, later changes in legislation, statutory requirements and industry best 

practices have not been considered and this should be allowed for.  Ground conditions can also change 

(see below) and should be investigated if there is any significant delay in acting on the findings of this 

Report.  The period of time may result in changes in site conditions, regulatory or other legal provisions, 

technology or economic conditions which could render the Report inaccurate or unreliable.  The 

information and conclusions in this Report should not be relied upon in the future without written 

confirmation from Groundtech Consulting Ltd that it is safe to do so.  

 

The observations and conclusions outlined in this Report are based exclusively on the services that were 

provided as set out in the agreement between the client and Groundtech Consulting Ltd. 

 

Groundtech Consulting Ltd is not liable for the existence of any condition, the discovery of which would 

require additional investigation outside the agreed scope of works or core competency.  The Report is 

based upon Groundtech Consulting Ltd’s observations of existing physical conditions at the Site gained 

from site reconnaissance together with interpretation of information including documentation, obtained 

from third parties and from the Client on the history and usage of the Site.  The findings and 

recommendations contained in this Report are based in part upon information provided by third parties, 

and Groundtech Consulting Ltd have relied upon such information assuming it to be correct. 

 

Groundtech Consulting Ltd accepts no responsibility for errors or inaccuracies in third party information 

presented in this Report.  Groundtech Consulting Ltd was not authorised to independently verify the 

accuracy or completeness of information, documentation or materials received from the client or third 

parties, including laboratories and information services, during the performance of the Services or 

Additional Services.  Groundtech Consulting Ltd is not liable for any inaccurate information, 

misrepresentation of data or conclusions, which may inform the scope of investigation undertaken by 

Groundtech Consulting Ltd and forms the contract with the client. 
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Where field investigations have been carried out these have been restricted to a level of detail required to 

achieve the stated objectives of the work. Ground conditions may also vary due to the ground’s 

heterogeneous properties and because investigation exploratory locations only allow examination of the 

ground at discrete locations.  The potential exists for ground conditions to be encountered which are 

different to those considered in this Report, particularly between exploratory holes.  The extent of the 

limited area depends on the soil and groundwater conditions, together with other constraints such as the 

position of any existing structures and underground utilities.  If so stipulated in the Agreement, geo-

environmental testing was carried out for a limited number of parameters based on an understanding of 

the available operational and historical information, and it should not be inferred that other chemical 

species are not present. 

 

Any groundwater conditions entered on the exploratory hole records are those observed at the time of 

investigation. The groundwater level often has not had time to reach equilibrium and a monitoring period 

is required.  Furthermore, groundwater levels are subject to seasonal variation or changes in local drainage 

conditions and groundwater levels may occur at other times of the year which are higher than were 

recorded during this investigation. 

 

Any site drawings provided in this Report are preliminary and used to present the general relative locations 

of features on, and surrounding, the Site. 
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CIRIA C665 “Assessing Risks Posed by Hazardous Ground Gases to Buildings” 2007. 

Wilson & Card “Proposed method classifying gassing sites” Ground Engineering” 1999. 

Card & Steve Wilson in “A pragmatic approach to ground gas risk assessment for the 21st Century”  

CIRIA/Environmental Protection UK Ground gas seminar 2011 

BS 8576:2013 ‘Guidance on investigations for ground gas – Permanent gases and Volatile Organic Compounds (VOCs)’ 

BS 8485:2015+A1:2019 ‘Code of practise for the design of protective measures for methane and carbon dioxide ground 

gases for new buildings’ 

NHBC “Hazardous Ground Gas – an essential guide for housebuilders” April 2023 

CL:AIRE “Good Practice for Risk Assessment for Coal Mine Gas Emissions” October 2021. 
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