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PROPOSED ROAD MARKINGS

PROPOSED VISIBILITY SPLAYS (30mph)2.4 x 43m

TANGENTIAL VISIBILITY SPLAYS

PROPOSED FLUSH KERB
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Overall Length 16.480m
Overall Width 2.550m
Overall Body Height 3.870m
Min Body Ground Clearance 0.515m
Max Track Width 2.470m
Lock to lock time 3.00s
Kerb to Kerb Turning Radius 6.550m

42.00

46
.00

46.00

46.00

45.50

45.00

45
.00

44
.50

43.5044.
00

43.00

42.50

40.50

40.00

41.50

41.00

45.62
45.56

45.33 45.08 44.84 44.51
44.17

43.58

42.97

42.33

41.48

40.85

40.39

40.15

39.93

44.40 44.23
43.88

43.49

42.96
42.70

42.07
41.49

41.07
40.87

40.55
40.53

40.40

40.07

KI40.54

IC
CL40.79

39.86

40.03

40.27

40.35

40.75

41.38

42.04

42.61
42.71

43.28
43.23

42.76

42.25
41.81

41.34
41.03

40.91
40.59

40.37

40.09

39.90

39.83

KI40.29

KI42.66

IC
CL40.87

SP

39.88

KI42.99

DK

44.55 44.41

45.34 45.20 45.06 44.80KI44.77

45.40 45.35
45.21 45.01 44.68 44.48 44.36

41.02

40.55

40.27
40.04

IC
CL44.98

OHC52.87

ST

43.83

44.23
44.5944.7644.88

45.03
KI44.69

G45.00

DK
45.17

45
.35

45
.57

45.80
45.93

45.99

DK

45.99

45
.97

46.04

46
.15

46.18
46.16

46.04
46.01

LP

46.01
45.99

BUSHES

BU
SH

ES

45.95

46.04

45.99

45
.72

45.
23

SM
BT

NP

45.23 45.10 44.78 44.68 44.35 44.08 43.88

SM

BUSHES
BUSHES

BUSHES

BUSHES

BUSHES

BUSHES

43.87 43.58

RS

DK
45.39

45.40
45.52

45.60
45.63 45.60 45.54

DK
45.28

45.21

45.26

45.10

44.97

45.19

45.28

45.21

45.19

45.38

45.33

LP
45.40

45.47
45.45

45.44

TP
BT

SP

B

B
B

G44.97

45.19

45.16

45.10

45.07

44.98

44.85

DK

45.55

45.42

45.34

45.20

45.13

G45.64
45.84

45.84
45.73

45.74

45.71

45.63

45.59

DK45.90
45.80

MH
CL45.18

46.02
45.95

45.88

45.84

45.78

45.70

45.60

45.51

45.40

45.25

45.15

45.06

44.93

ST

MH
CL44.84

WMST44.82

44.96

45.07

45.17
45.20

45.25 45.25

45.32

45.37
45.45 PS45.48

45.57

PS

45.67
45.67

GATE45.69

45.80
45.82

45.88GATE

45.88
45.95

46.03
45.97

45.98
46.02

ST

STSTLP

ST

ST

IC
CL45.24

WM

51.01

51.29

50.94

51.
6951.

58

51
.69

51
.69

45.99
45.95

45.87

46.06

46
.00

45.95
45.92

45.90
45.84

45.74

45
.48

45
.33

45
.21

45.06
44.78 44.49 44.13

43.75 43.60
43.16

42.60

41.96

41.27

40.66

40.23

40.02

39.76

44.82

44.91

44.99

45.11
45.12

45.13
45.19

45.29

45.38

45.48
45.53

45.55
45.65

45.75
45.76

45.77
45.81

45.87
45.89

45.94

39.82

39.91

39.99

40.30

40.42

40.76

40.96

41.39

41.97

42.59

42.85

43.37

43.78
44.14

44.2844.4044.52
44.96

45.1045.2645.2945.5445.51
45.51

45.51

45.41

45.31

45.26

45.19

45.17

45.05

44.91

EP

BUSHES

BUSHES

BUSHES

BUSHES

BUSHES

BUSHES

BUSHES

41.17

41.84

42.37

42.89

43.40

43.79
44.12

44.3644.73

TP

SLO
W

7.80

2.4 x 43m

2.4 x 43m

3.
00

32m
13m

2.4 x 17m

2.4 x 18m

PINK HATCH INDICATES FORMER CARRIAGEWAY
THAT WILL NOW FORM FOOTWAY

COMPOUND CURVE PROPOSED
AT SOUTHERN KERB

PROPOSED PEDESTRIAN INTERVISIBILITY,
MEASURED 0.5m FROM EDGE OF THE ROAD

EXISTING PEDESTRIAN INTERVISIBILITY,
MEASURED 0.5m FROM EDGE OF THE ROAD

PARK HALL ROAD KERB ALIGNMENT TIGHTENED. CROSSING
DISTANCE REDUCED FROM c. 12.8m TO 8.8m. TACTILE PAVING
AND DROPPED KERBS TO BE INCORPORATED AT JUNCTION.

VEGETATION ALONG PARK HALL ROAD TO
BE CUT-BACK WITHIN HIGHWAY BOUNDARY
TO MAXIMISE EFFECTIVE FOOTWAY WIDTH

CENTRAL HATCHING PROPOSED BETWEEN
OPPOSITE LANES. SEE 16.5m ARTICULATED
HGV SWEPT PATH ANALYSIS BELOW.

PROPOSED KERBS AND CENTRAL HATCHING
DESIGNED IN CONSIDERATION TO SWEPT
PATH ANALYSIS OF 16.5m ARTICULATED HGV.
SEE BELOW.

PARK HALL ROAD

WOOD LANE

WOOD LANE

EXISTING VEGETATION TO BE CUT
BACK WITHIN THE ADOPTED HIGHWAY
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WOOD LANE/ PARK HALL ROAD
PROPOSED JUNCTION IMPROVEMENTS

SWEPT PATH ANALYSIS - 16.5m HGV
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5.      THE CONTENT OF THIS DRAWING IS FOR INDICATIVE INFORMATION ONLY
AND NOT SUITABLE FOR CONSTRUCTION PURPOSES

P02 Minor text update for planning 13/05/24 JM CP
P03 Drawing status updated 04/06/25 JM AF
P04 Access arrangement updated 10/09/25 MQ CP
P05 Minor update 17/10/25 MQ CP

WOOD LANE/ PARK HALL ROAD JUNCTION - PROPOSED IMPROVEMENTS

SWEPT PATH ANALYSIS - 16.5m ARTICULATED HGV: INGRESS FROM WOOD LANE

Project:

Drg Title:

Rev: Description: Date: By: Chkd:

GENERAL NOTES:
1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT

ARCHITECTS AND ENGINEERS DRAWINGS AND SPECIFICATIONS.

2. DO NOT SCALE THIS DRAWING. ANY AMBIGUITIES, OMISSIONS AND
ERRORS  ON DRAWINGS SHALL BE BROUGHT TO THE ENGINEERS
ATTENTION  IMMEDIATELY. ALL DIMENSIONS MUST BE
CHECKED / VERIFIED ON SITE.

3. ALL DIMENSIONS ARE IN METRES UNLESS NOTED OTHERWISE.

4. FOR GENERAL NOTES REFER TO DRAWING.

Status:

Date

Designed By Checked ByDrawn By

Scales @ A1

Project No  -  Originator  -  Function  -  Spatial  -  Form  -  Discipline  -  Number Revision

- - - - --

Birmingham • Bristol • Cambridge • Cardiff • Douglas • Dublin • Edinburgh • Glasgow • Kendal • Leeds • Liverpool • London • Manchester • Nottingham
Civils & Structures • Transport Planning • Environmental • Infrastructure • Geotechnical • Conservation & Heritage • Principal  Designer

SWEPT PATH ANALYSIS - 16.5m ARTICULATED HGV: EGRESS TO WOOD LANE


	Sheets and Views
	A4-P

	Sheets and Views
	A4-P

	Sheets and Views
	A1-L

	Sheets and Views
	A1-L

	Sheets and Views
	A1-L

	Sheets and Views
	A1-L

	Sheets and Views
	A1-L

	Sheets and Views
	A1-L

	Sheets and Views
	A1-L

	Sheets and Views
	A1-L

	Sheets and Views
	A1-L




