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Section 1 � Mining activity and geology

Past underground mining

Colliery Seam Mineral Coal

Authority

reference

Depth (m) Direction

to working

Dipping rate

of seam

worked

(degrees)

Dipped

direction

of seam

worked

Extraction

thickness

(cm)

Year last

mined

unnamed ARLEY Coal 36V5 31 Beneath

Property

11.3 South-East 130 1900

unnamed RUSHY

PARK

Coal 36XW 38 Beneath

Property

9.4 South-East 200 1914

unnamed UPPER

MOUNTAIN

Coal 3744 83 East 14.7 East 80 1900

unnamed UPPER

MOUNTAIN

Coal 3743 106 Beneath

Property

9.5 South-East 80 1882

Probable unrecorded shallow workings

Yes.

Spine roadways at shallow depth

No spine roadway recorded at shallow depth.

Mine entries

Entry type Reference Grid reference Treatment description Mineral Conveyancing details

Shaft 353415-005 353963 415608 Coal

Shaft 353415-006 353904 415520 Coal

Abandoned mine plan catalogue numbers

The following abandoned mine plan catalogue numbers intersect with some, or all, of the enquiry

boundary:

4964 13248 6125

2541

Please contact us on 0345 762 6848 to determine the exact abandoned mine plans you require

based on your needs.
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Outcrops

Seam name Mineral Seam workable Distance to outcrop

(m)

Direction to

outcrop

Bearing of outcrop

ARLEY Coal Yes Within N/A 31

ARLEY Coal Yes Within N/A 289

CANNEL Coal Yes Within N/A 29

HALF YARD Coal Yes Within N/A 224

RUSHY PARK Coal Yes Within N/A 220

UNNAMED 1 Coal No Within N/A 200

UPPER MOUNTAIN Coal Yes Within N/A 26

Geological faults, fissures and breaklines

Please refer to the 'Summary of findings' map (on separate sheet) for details of any geological

faults, fissures or breaklines either within or intersecting the enquiry boundary.

Faults under or close to the property recorded.

Opencast mines

None recorded within 500 metres of the enquiry boundary.

Coal Authority managed tips

None recorded within 500 metres of the enquiry boundary.
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Section 2 � Investigative or remedial activity

Please refer to the 'Summary of findings' map (on separate sheet) for details of any activity within

the area of the site boundary.

Site investigations

None recorded within 50 metres of the enquiry boundary.

Remediated sites

None recorded within 50 metres of the enquiry boundary.

Coal mining subsidence

The Coal Authority has not received a damage notice or claim for the subject property, or any

property within 50 metres of the enquiry boundary, since 31 October 1994.

There is no current Stop Notice delaying the start of remedial works or repairs to the property.

The Coal Authority is not aware of any request having been made to carry out preventive works

before coal is worked under section 33 of the Coal Mining Subsidence Act 1991.

Mine gas

None recorded within 500 metres of the enquiry boundary.

Mine water treatment schemes

None recorded within 500 metres of the enquiry boundary.
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Section 3 � Licensing and future mining activity

Future underground mining

None recorded.

Coal mining licensing

None recorded within 200 metres of the enquiry boundary.

Court orders

None recorded.

Section 46 notices

No notices have been given, under section 46 of the Coal Mining Subsidence Act 1991, stating that

the land is at risk of subsidence.

The property is not in an area where a notice to withdraw support has been given.

The property is not in an area where a notice has been given under section 41 of the Coal Industry

Act 1994, cancelling the entitlement to withdraw support.

Withdrawal of support notices

The property is not in an area where a relevant notice has been published under the Coal Industry

Act 1975/Coal Industry Act 1994.

Payments to owners of former copyhold land
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Section 4 � Further information

The following potential risks have been identified and as part of your risk assessment should be

investigated further.

Future development

If development proposals are being considered, technical advice relating to both the investigation

of coal and former coal mines and their treatment should be obtained before beginning work on

site. All proposals should apply specialist engineering practice required for former mining areas. No

development should be undertaken that intersects, disturbs or interferes with any coal or coal

mines without first obtaining the permission of the Coal Authority.

MINE GAS:                      Please note, if there are no recorded instances of mine gas within 500m of the enquiry

boundary, this does not mean that mine gas is not present within the vicinity. The Coal Authority

Mine Gas data is limited to only those sites where a Mine Gas incident has been recorded.

Developers should be aware that the investigation of coal seams, mine workings or mine entries

may have the potential to generate and/or displace underground gases. Associated risks both to

the development site and any neighbouring land or properties should be fully considered when

undertaking any ground works. The need for effective measures to prevent gases migrating onto

any land or into any properties, either during investigation or remediation work, or after

development must also be assessed and properly addressed. In these instances, the Coal Authority

recommends that a more detailed Gas Risk Assessment is undertaken by a competent assessor.

Development advice

The site is within an area of historical coal mining activity. Should you require advice and/or

support on understanding the mining legacy, its risks to your development or what next steps you

need to take, please contact us.

For further information on specific site or ground investigations in relation to any issues

raised in Section 4, please call us on 0345 762 6848 or email us at

groundstability@coal.gov.uk.
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Section 5 � Data definitions

The datasets used in this report have limitations and assumptions within their results. For more

guidance on the data and the results specific to the enquiry boundary, please call us on 0345 762

6848 or email us at groundstability@coal.gov.uk.

Past underground coal mining

Details of all recorded underground mining relative to the enquiry boundary. Only past

underground workings where the enquiry boundary is within 0.7 times the depth of the workings

(zone of likely physical influence) allowing for seam inclination, will be included.

Probable unrecorded shallow workings

Areas where the Coal Authority believes there to be unrecorded coal workings that exist at or close

to the surface (less than 30 metres deep).

Spine roadways at shallow depth

Connecting roadways either, working to working, or, surface to working, both in-seam and cross

measures that exist at or close to the surface (less than 30 metres deep), either within or within 10

metres of the enquiry boundary.

Mine entries

Details of any shaft or adit either within, or within 100 metres of the enquiry boundary including

approximate location, brief treatment details where known, the mineral worked from the mine

entry and conveyance details where the mine entry has previously been sold by the Authority or its

predecessors British Coal or the National Coal Board.

Abandoned mine plan catalogue numbers

Plan numbers extracted from the abandoned mines catalogue containing details of coal and other

mineral abandonment plans deposited via the Mines Inspectorate in accordance with the Coal

Mines Regulation Act and Metalliferous Mines Regulation Act 1872. A maximum of 9 plan extents

that intersect with the enquiry boundary will be included. This does not infer that the workings

and/or mine entries shown on the abandonment plan will be relevant to the site/property

boundary.

Outcrops

Details of seam outcrops will be included where the enquiry boundary intersects with a conjectured

or actual seam outcrop location (derived by either the British Geological Survey or the Coal

Authority) or intersects with a defined 50 metres buffer on the coal (dip) side of the outcrop. An

indication of whether the Coal Authority believes the seam to be of sufficient thickness and/or

quality to have been worked will also be included.

Geological faults, fissures and breaklines

Geological disturbances or fractures in the bedrock. Surface fault lines (British Geological Survey

derived data) and fissures and breaklines (Coal Authority derived data) intersecting with the

enquiry boundary will be included. In some circumstances faults, fissures or breaklines have been

known to contribute to surface subsidence damage as a consequence of underground coal mining.
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Opencast mines

Opencast coal sites from which coal has been removed in the past by opencast (surface) methods

and where the enquiry boundary is within 500 metres of either the licence area, site boundary,

excavation area (high wall) or coaling area.

Coal Authority managed tips

Locations of disused colliery tip sites owned and managed by the Coal Authority, located within 500

metres of the enquiry boundary.

Site investigations

Details of site investigations within 50 metres of the enquiry boundary where the Coal Authority

has received information relating to coal mining risk investigation and/or remediation by third

parties.

Remediated sites

Sites where the Coal Authority has undertaken remedial works either within or within 50 metres of

the enquiry boundary following report of a hazard relating to coal mining under the Coal

Authority�s Emergency Surface Hazard Call Out procedures.

Coal mining subsidence

Details of alleged coal mining subsidence claims made since 31 October 1994 either within or

within 50 metres of the enquiry boundary. Where the claim relates to the enquiry boundary

confirmation of whether the claim was accepted, rejected or whether liability is still being

determined will be given. Where the claim has been discharged, whether this was by repair,

payment of compensation or a combination of both, the value of the claim, where known, will also

be given.

Details of any current �Stop Notice� deferring remedial works or repairs affecting the property/site,

and if so the date of the notice.

Details of any request made to execute preventative works before coal is worked under section 33

of the Coal Mining Subsidence Act 1991. If yes, whether any person withheld consent or failed to

comply with any request to execute preventative works.

Mine gas

Reports of alleged mine gas emissions received by the Coal Authority, either within or within 500

metres of the enquiry boundary that subsequently required investigation and action by the Coal

Authority to mitigate the effects of the mine gas emission. Please note, if there are no recorded

instances of mine gas reported, this does not mean that mine gas is not present within the vicinity.

The Coal Authority Mine Gas data is limited to only those sites where a Mine Gas incident has been

recorded.
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Mine water treatment schemes

Locations where the Coal Authority has constructed or operates assets that remove pollutants

from mine water prior to the treated mine water being discharged into the receiving water body.

These schemes are part of the UK�s strategy to meet the requirements of the Water Framework

Directive. Schemes fall into 2 basic categories: Remedial � mitigating the impact of existing pollution

or Preventative � preventing a future pollution incident.

Mine water treatment schemes generally consist of one or more primary settlement lagoons and

one or more reed beds for secondary treatment. A small number are more specialised process

treatment plants.

Future underground mining

Details of all planned underground mining relative to the enquiry boundary. Only those future

workings where the enquiry boundary is within 0.7 times the depth of the workings (zone of likely

physical influence) allowing for seam inclination will be included.

Coal mining licensing

Details of all licenses issued by the Coal Authority either within or within 200 metres of the enquiry

boundary in relation to the under taking of surface coal mining, underground coal mining or

underground coal gasification.

Court orders

Orders in respect of the working of coal under the Mines (Working Facilities and Support) Acts of

1923 and 1966 or any statutory modification or amendment thereof.

Section 46 notices

Notice of proposals relating to underground coal mining operations that have been given under

section 46 of the Coal Mining Subsidence Act 1991.

Withdrawal of support notices

Published notices of entitlement to withdraw support and the date of the notice. Details of any

revocation notice withdrawing the entitlement to withdraw support given under Section 41 of the

Coal Industry Act 1994.

Payment to owners of former copyhold land

Relevant notices which may affect the property and any subsequent notice of retained interests in

coal and coal mines, acceptance or rejection notices and whether any compensation has been paid

to a claimant.
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Summary of findings
The map highlights any specific surface or subsurface features within or near to the boundary of the site.

Key

Approximate position of the enquiry

boundary shown

Disused mine shaft

Outcrop (Conjectured)

Geological faults

How to contact us
0345 762 6848 (UK)

+44 (0)1623 637 000 (International)

www.groundstability.com

Reproduced by permission of Ordnance Survey on behalf of HMSO.

© Crown copyright and database right 2018. All rights reserved.

Ordnance Survey Licence number: 100020315



          
           
       

 

FORMER CAMELOT THEME PARK 

ORGANIC MATERIALS REPORT AND REVISED CMRA 

GRO-24220-5805 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

APPENDIX 4 - Supplementary Exploratory Hole Logs 

  



Rotary Core Log
Borehole No.

RBH2001
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354105.26 - 415252.12
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.30
Scale
1:50

Client: STORY HOMES Dates: 06/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 33.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.20

0.65

1.30

3.70

Level
(m)

60.10

59.65

59.00

56.60

Legend Stratum Description

MADE GROUND: Black TARMAC.
MADE GROUND: Grey sandy angular to 
subangular fine to coarse GRAVEL of limestone 
and sandstone. Sand is fine to coarse.
MADE GROUND: Brown clayey gravelly fine to 
coarse SAND. Gravel is angular to subangular 
fine to coarse of sandstone, siltstone and 
limestone. Sand is fine to coarse.
Stiff reddish brown slightly gravelly sandy CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to coarse.

Grey SILTSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH2001
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354105.26 - 415252.12
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.30
Scale
1:50

Client: STORY HOMES Dates: 06/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 33.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

14.00

19.50

Level
(m)

46.30

40.80

Legend Stratum Description

Grey SANDSTONE.

Grey MUDSTONE.

Continued on next sheet

11

12

13

14

15

16

17

18

19

20



Rotary Core Log
Borehole No.

RBH2001
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354105.26 - 415252.12
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.30
Scale
1:50

Client: STORY HOMES Dates: 06/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 33.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

30.00

Level
(m)

30.30

Legend Stratum Description

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH2001
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354105.26 - 415252.12
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.30
Scale
1:50

Client: STORY HOMES Dates: 06/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 33.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

31.80

33.00

Level
(m)

28.50

27.30

Legend Stratum Description

Bituminous COAL.

Grey MUDSTONE.

End of borehole at 33.00 m
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Rotary Core Log
Borehole No.

RBH2002
Sheet 1 of 3

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354084.45 - 415268.37
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.87
Scale
1:50

Client: STORY HOMES Dates: 06/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 30.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.20

0.65

1.30

3.50

Level
(m)

59.67

59.22

58.57

56.37

Legend Stratum Description

MADE GROUND: Black TARMAC.
MADE GROUND: Grey sandy angular to 
subangular fine to coarse GRAVEL of limestone 
and sandstone. Sand is fine to coarse.
MADE GROUND: Brown clayey gravelly fine to 
coarse SAND. Gravel is angular to subangular 
fine to coarse of sandstone, siltstone and 
limestone. Sand is fine to coarse.
Stiff reddish brown slightly gravelly sandy CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to coarse.

Reddish brown SILTSTONE

Continued on next sheet

1

2

3

4

5
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Rotary Core Log
Borehole No.

RBH2002
Sheet 2 of 3

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354084.45 - 415268.37
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.87
Scale
1:50

Client: STORY HOMES Dates: 06/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 30.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

15.00

Level
(m)

44.87

Legend Stratum Description

Grey SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH2002
Sheet 3 of 3

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354084.45 - 415268.37
Hole Type

RO

Location: CHARNOCK RICHARD Level: 59.87
Scale
1:50

Client: STORY HOMES Dates: 06/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 30.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

21.00

26.00

27.30

30.00

Level
(m)

38.87

33.87

32.57

29.87

Legend Stratum Description

Grey MUDSTONE.

Bituminous COAL.

Grey MUDSTONE.

End of borehole at 30.00 m
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Rotary Core Log
Borehole No.

RBH2003
Sheet 1 of 3

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354105.82 - 415284.64
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.64
Scale
1:50

Client: STORY HOMES Dates: 07/06/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 30.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.20

0.65

1.25

Level
(m)

60.44

59.99

59.39

Legend Stratum Description

MADE GROUND: Black TARMAC.
MADE GROUND: Grey sandy angular to 
subangular fine to coarse GRAVEL of limestone 
and sandstone. Sand is fine to coarse.
MADE GROUND: Brown clayey gravelly fine to 
coarse SAND. Gravel is angular to subangular 
fine to coarse of sandstone, siltstone and 
limestone. Sand is fine to coarse.
Stiff reddish brown slightly gravelly sandy CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to coarse.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH2003
Sheet 2 of 3

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354105.82 - 415284.64
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.64
Scale
1:50

Client: STORY HOMES Dates: 07/06/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 30.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

13.60

Level
(m)

47.04

Legend Stratum Description

Grey MUDSTONE/SILTSTONE/SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH2003
Sheet 3 of 3

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354105.82 - 415284.64
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.64
Scale
1:50

Client: STORY HOMES Dates: 07/06/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 30.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

26.50

27.40

30.00

Level
(m)

34.14

33.24

30.64

Legend Stratum Description

Bituminous COAL.

Grey MUDSTONE.

End of borehole at 30.00 m
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Rotary Core Log
Borehole No.

RBH2004
Sheet 1 of 3

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354135.03 - 415278.35
Hole Type

RO

Location: CHARNOCK RICHARD Level: 61.17
Scale
1:50

Client: STORY HOMES Dates: 08/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 30.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.20

0.65

1.10

Level
(m)

60.97

60.52

60.07

Legend Stratum Description

MADE GROUND: Black TARMAC.
MADE GROUND: Grey sandy angular to 
subangular fine to coarse GRAVEL of limestone 
and sandstone. Sand is fine to coarse.
MADE GROUND: Brown clayey gravelly fine to 
coarse SAND. Gravel is angular to subangular 
fine to coarse of sandstone, siltstone and 
limestone. Sand is fine to coarse.
Stiff reddish brown slightly gravelly sandy CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to coarse.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH2004
Sheet 2 of 3

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354135.03 - 415278.35
Hole Type

RO

Location: CHARNOCK RICHARD Level: 61.17
Scale
1:50

Client: STORY HOMES Dates: 08/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 30.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

13.20

Level
(m)

47.97

Legend Stratum Description

Grey SILTSTONE/SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH2004
Sheet 3 of 3

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354135.03 - 415278.35
Hole Type

RO

Location: CHARNOCK RICHARD Level: 61.17
Scale
1:50

Client: STORY HOMES Dates: 08/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 30.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

25.00

26.20

29.00

30.00

Level
(m)

36.17

34.97

32.17

31.17

Legend Stratum Description

Bituminous COAL.

Grey MUDSTONE/SILTSTONE.

Orange brown MUDSTONE/SILTSTONE/
SANDSTONE.

End of borehole at 30.00 m
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Rotary Core Log
Borehole No.

RBH2005
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354119.01 - 415328.80
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.59
Scale
1:50

Client: STORY HOMES Dates: 07/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 33.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.20

0.65

1.20

Level
(m)

60.39

59.94

59.39

Legend Stratum Description

MADE GROUND: Black TARMAC.
MADE GROUND: Grey sandy angular to 
subangular fine to coarse GRAVEL of limestone 
and sandstone. Sand is fine to coarse.
MADE GROUND: Brown clayey gravelly fine to 
coarse SAND. Gravel is angular to subangular 
fine to coarse of sandstone, siltstone and 
limestone. Sand is fine to coarse.
Stiff reddish brown slightly gravelly sandy CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to coarse.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH2005
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354119.01 - 415328.80
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.59
Scale
1:50

Client: STORY HOMES Dates: 07/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 33.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

13.30

14.80

15.30

Level
(m)

47.29

45.79

45.29

Legend Stratum Description

Reddish brown SANDSTONE.

Anthracite COAL.

Grey MUDSTONE/SILTSTONE/SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH2005
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354119.01 - 415328.80
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.59
Scale
1:50

Client: STORY HOMES Dates: 07/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 33.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)
Level
(m) Legend Stratum Description

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH2005
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354119.01 - 415328.80
Hole Type

RO

Location: CHARNOCK RICHARD Level: 60.59
Scale
1:50

Client: STORY HOMES Dates: 07/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 33.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

33.00

Level
(m)

27.59

Legend Stratum Description

End of borehole at 33.00 m
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Rotary Core Log
Borehole No.

RBH2006
Sheet 1 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354142.39 - 415257.49
Hole Type

RO

Location: CHARNOCK RICHARD Level: 61.43
Scale
1:50

Client: STORY HOMES Dates: 08/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 33.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

0.20

0.65

1.30

5.00

6.10

Level
(m)

61.23

60.78

60.13

56.43

55.33

Legend Stratum Description

MADE GROUND: Black TARMAC.
MADE GROUND: Grey sandy angular to 
subangular fine to coarse GRAVEL of limestone 
and sandstone. Sand is fine to coarse.
MADE GROUND: Brown clayey gravelly fine to 
coarse SAND. Gravel is angular to subangular 
fine to coarse of sandstone, siltstone and 
limestone. Sand is fine to coarse.
Stiff reddish brown slightly gravelly sandy CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to coarse.

Brown calyey gravelly fine to coarse SAND. 
Gravel is angular to subangular fine to coarse of 
sandstone, siltstone and mudstone.

Stiff reddish brown slightly gravelly sandy CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to coarse.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH2006
Sheet 2 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354142.39 - 415257.49
Hole Type

RO

Location: CHARNOCK RICHARD Level: 61.43
Scale
1:50

Client: STORY HOMES Dates: 08/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 33.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

12.20

Level
(m)

49.23

Legend Stratum Description

Grey MUDSTONE/SILTSTONE/SANDSTONE.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH2006
Sheet 3 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354142.39 - 415257.49
Hole Type

RO

Location: CHARNOCK RICHARD Level: 61.43
Scale
1:50

Client: STORY HOMES Dates: 08/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 33.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

29.70

Level
(m)

31.73

Legend Stratum Description

Bituminous COAL.

Continued on next sheet
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Rotary Core Log
Borehole No.

RBH2006
Sheet 4 of 4

Project Name: CAMELOT
Project No.
GRO-24220

Co-ords: 354142.39 - 415257.49
Hole Type

RO

Location: CHARNOCK RICHARD Level: 61.43
Scale
1:50

Client: STORY HOMES Dates: 08/05/2025 -
Logged By

LD

Remarks
1. Location cleared of services using a handheld Cable Avoidance Tool (CAT). 2. No groundwater encountered. 3. 
Borehole terminated at 33.00m bgl. 4. Borehole backfilled with arisings.

Well Water 
Strikes

Depth
(m)

Type
/ FI

Coring

TCR SCR RQD
Depth

(m)

30.90

33.00

Level
(m)

30.53

28.43

Legend Stratum Description

Grey MUDSTONE/SILTSTONE.

End of borehole at 33.00 m
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Trial Pit Log
Trialpit No

TT2001A
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
28/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
2.00

0.
6

5 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 2.00m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20

0.40

0.70

2.00

Level
(m) Legend Stratum Description

MADE GROUND: Grass over dark brown slightly 
gravelly clayey sandy TOPSOIL. Gravel is angular to 
subangular fine to coarse of sandstone and siltstone. 
Sand is fine to coarse. Rootlets present.
MADE GROUND: Grey sandy angular to subangular fine 
to coarse GRAVEL of mixed lithologies including 
sandstone and siltstone. Sand is fine to coarse.
MADE GROUND: Orange brown sandy angular to 
subangular GRAVEL of concrete, brick, sandstone and 
siltstone with occasional cobble content of brick and 
concrete. Sand is fine to coarse.
Stiff orange mottled grey slightly sandy slightly gravelly 
CLAY. Gravel is subangular to angular fine to coarse of 
sandstone and chert. Sand is fine to coarse.

End of pit at 2.00 m

1

2

3

4

5

HVP=103 



Trial Pit Log
Trialpit No

TT2001B
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
28/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
2.00

0.
6

4.5 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 2.00m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20
0.30
0.40

2.00

Level
(m) Legend Stratum Description

MADEGROUND: Grass over dark brown slightly gravelly 
clayey sandy TOPSOIL. Gravel is angular to subangular 
fine to coarse of sandstone and siltstone. Sand is fine to 
coarse. Rootlets present.
MADE GROUND: Grey sandy angular to subangular fine 
to coarse GRAVEL of mixed lithologies including 
sandstone and siltstone. Sand is fine to coarse.
MADE GROUND: Orange brown sandy GRAVEL of 
concrete, brick, sandstone and siltstone with occasional 
cobble content of brick and concrete. Sand is fine to 
coarse.
Stiff orange mottled grey slightly sandy slightly gravelly 
CLAY. Gravel is subangular to angular fine to coarse of 
sandstone and chert. Sand is fine to coarse.

End of pit at 2.00 m

1

2

3

4

5

HVP=101 



Trial Pit Log
Trialpit No

TT2001C
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
28/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
1.80

0.
6

4.5 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 1.80m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20
0.30
0.40

1.80

Level
(m) Legend Stratum Description

MADEGROUND: Grass over dark brown slightly gravelly 
clayey sandy TOPSOIL. Gravel is angular to subangular 
fine to coarse of sandstone and siltstone. Sand is fine to 
coarse. Rootlets present.
MADE GROUND: Grey sandy angular to subangular fine 
to coarse GRAVEL of mixed lithologies including 
sandstone and siltstone. Sand is fine to coarse.
MADE GROUND: Orange brown sandy GRAVEL of 
concrete, brick, sandstone and siltstone with occasional 
cobble content of brick and concrete. Sand is fine to 
coarse.
Stiff orange mottled grey slightly sandy slightly gravelly 
CLAY. Gravel is subangular to angular fine to coarse of 
sandstone and chert. Sand is fine to coarse.

End of pit at 1.80 m
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HVP=101 



Trial Pit Log
Trialpit No

TT2002A
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
28/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
0.90

0.
6

8 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 0.90m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20

0.90

Level
(m) Legend Stratum Description

MADE GROUND: Grass over orangeish brown sandy 
very gravelly TOPSOIL. Gravel is angular to subangular 
fine to coarse gravel of mixed lithologies including 
sandstone, siltstone, concrete, tarmac and brick. Sand is 
fine to coarse. Rootlets present.
MADE GROUND: Firm orange mottled grey slightly 
gravelly sandy CLAY with localised pockets of soft to firm 
grey black slightly gravelly silty very sandy clay. Gravel is 
angular to subangular fine to coarse of siltstone, 
sandstone. Sand is fine to coarse. Moderate organic 
odour and organic matter present.

From 0.40m to 0.70m bgl localised pockets of soft to firm grey black 
slightly gravelly very sandy clay with a moderate organic odour 
present.
From 0.50m to 0.80m bgl cables present.

End of pit at 0.90 m

1
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3

4

5

0.50 D
HVP=39 

0.60 D
HVP=51 

0.80 D
HVP=38 

0.90 D
HVP=81 



Trial Pit Log
Trialpit No

TT2002B
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
28/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
1.00

0.
6

3 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 1.00m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20

0.50

1.00

Level
(m) Legend Stratum Description

MADE GROUND: Grass over brown sandy very gravelly 
TOPSOIL. Gravel is angular to subangular fine to coarse 
gravel TOPSOIL of mixed lithologies including 
sandstone, siltstone, concrete and brick. Sand is fine to 
coarse. Rootlets present.
MADE GROUND: Firm yellowish brown very sandy 
gravelly CLAY. Gravel is angular to subangular of 
siltstone and sandstone. Sand is fine to coarse. Organic 
matter abundant. 

At 0.20m bgl geomembrane present.
At 0.30m bgl tree stump present.
Stiff orange mottled grey slightly gravelly sandy CLAY. 
Gravel is subangular to angular fine to coarse of 
sandstone. Sand is fine to coarse.

End of pit at 1.00 m
1
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3

4

5

HVP=48 

HVP=97 



Trial Pit Log
Trialpit No

TT2002C
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
28/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
1.00

0.
6

7 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 1.00m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20

1.00

Level
(m) Legend Stratum Description

MADE GROUND: Grass over orangeish brown sandy 
very gravelly TOPSOIL. Gravel is angular to subangular 
fine to coarse of mixed lithologies including sandstone, 
siltstone, concrete, tarmac and brick. Sand is fine to 
coarse. Rootlets present.
MADE GROUND: Firm orange mottled grey slightly 
gravelly sandy CLAY with localised pockets of soft to firm 
grey black slightly gravelly silty very sandy clay. Gravel is 
angular to subangular fine to coarse of siltstone, 
sandstone. Sand is fine to coarse. Cables present. 
Moderate organic odour and organic matter present.

From 0.40m to 0.70m bgl localised pockets of soft to firm grey black 
slightly gravelly very sandy clay. Moderate organic odour present.

End of pit at 1.00 m 1

2

3

4

5

HVP=92 
HVP=29 

HVP=105 



Trial Pit Log
Trialpit No

TT2003A
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
28/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
1.60

0.
6

4.5 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 1.60m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.30

1.10

1.40

1.60

Level
(m) Legend Stratum Description

MADE GROUND: Grass over dark brown slightly sandy 
very gravelly TOPSOIL. Gravel is angular to subangular 
fine to coarse of mixed lithologies including siltstone, 
sandstone, brick and concrete. Sand is fine to coarse. 
Rootlets present.
MADE GROUND: Firm to stiff orange brown slightly 
gravelly sandy CLAY. Gravel is angular to subangular 
fine to coarse of sandstone and siltstone. Sand is fine to 
coarse. Rootlets present. (REWORKED).

MADE GROUND: Soft to firm grey slightly gravelly sandy 
silty CLAY with a strong organic odour and organic 
matter present. Gravel is angular to subangular fine to 
coarse of brick, coal, sandstone, tarmac and metal. Sand 
is fine to coarse. (REWORKED).
Stiff orange mottled grey slightly gravelly sandy CLAY 
with a slight organic odour. Gravel is subangular to 
angular fine to coarse of sandstone. Sand is fine to 
coarse.

End of pit at 1.60 m

1
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4

5

0.60 D
HVP=86 

1.60 D
HVP=32 



Trial Pit Log
Trialpit No

TT2003B
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
28/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
2.00

0.
6

4 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 2.00m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.30

0.70

2.00

Level
(m) Legend Stratum Description

MADE GROUND: Grass over dark brown slightly sandy 
very gravelly TOPSOIL. Gravel is angular to subangular 
fine to coarse of mixed lithologies including siltstone, 
sandstone, brick and concrete. Sand is fine to coarse. 
Rootlets present.
MADE GROUND: Orange slightly clayey gravelly fine to 
coarse SAND. Gravel is angular to subangular fine to 
coarse of mixed lithologies including sandstone, siltstone 
and concrete.
MADE GROUND: Soft to firm grey slightly gravelly sandy 
silty CLAY with a strong organic odour and organic 
matter present. Gravel is angular to subangular fine to 
coarse of brick, coal, sandstone, tarmac and metal. Sand 
is fine to coarse. (REWORKED).

End of pit at 2.00 m

1

2

3

4

5

0.80 D

1.70 D
HVP=28 

1.80 D



Trial Pit Log
Trialpit No

TT2004A
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
29/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
2.70

0.
6

8 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 2.70m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.80

2.50

2.70

Level
(m) Legend Stratum Description

MADE GROUND: Grass over brown very sandy angular 
to subangular fine to coarse GRAVEL of mixed 
lithologies including sandstone, siltstone, brick and 
concrete. Sand is fine to coarse.

At 0.30m bgl geomembrane present.

MADE GROUND: Soft to firm brownish grey gravelly 
sandy silty CLAY. Gravel is angular to subangular fine to 
coarse of brick, sandstone, tarmac, metal, wood and 
plastic. Sand is fine to coarse. Strong organic odour and 
frequent organic matter. (REWORKED).

Firm reddish brown mottled grey gravelly very sandy 
CLAY. Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to medium.

End of pit at 2.70 m

1
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HVP=38 

1.50 D
HVP=33 

2.40 D
HVP=35 



Trial Pit Log
Trialpit No

TT2004B
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
29/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
2.90

0.
6

5.5 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 2.90m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.30

0.70

2.50

2.90

Level
(m) Legend Stratum Description

MADE GROUND: Grass over dark brown slightly sandy 
very gravelly TOPSOIL. Sand is fine to coarse. Gravel is 
angular to subangular fine to coarse of mixed lithologies 
including siltstone, sandstone, brick and concrete. 
Rootlets present.
MADE GROUND: Stiff orange brown sandy gravelly 
CLAY. Gravel is angular to subangular fine to coarse of 
tarmac, brick, sandstone and siltstone. Sand is fine to 
coarse.

From 0.30m to 0.40m bgl concrete cobbles present.
MADE GROUND: Soft to firm brownish grey gravelly 
sandy silty CLAY with a strong organic odour and 
abundant organic matter. Gravel is angular to subangular 
fine to coarse of brick, sandstone, tarmac, metal, wood 
and plastic. Sand is fine to coarse. (REWORKED).

At 0.80m bgl geomembrane present.

Firm reddish brown mottled grey gravelly very sandy 
CLAY. Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to medium.

End of pit at 2.90 m
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HVP=47 

HVP=35 

2.80 D
HVP=70 



Trial Pit Log
Trialpit No

TP2004C
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
29/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
1.60

0.
6

2 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 1.60m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.60

1.60

Level
(m) Legend Stratum Description

MADE GROUND: Grass over brown clayey very gravelly 
sandy TOPSOIL. Gravel is angular to subangular fine to 
coarse of limestone, sandstone, siltstone and brick. 
Sand is fine to coarse. Rootlets present.

Stiff to very stiff orange brown slightly sandy slightly 
gravelly CLAY. Gravel is angular to subangular fine to 
coarse of sandstone. Sand is fine to coarse.

End of pit at 1.60 m
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Trial Pit Log
Trialpit No

TP2004D
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
29/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
2.00

0.
6

2 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 2.00m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.30

0.50
0.60

2.00

Level
(m) Legend Stratum Description

MADE GROUND: Grass over brown clayey gravelly 
sandy TOPSOIL. Gravel is angular to subangular fine to 
coarse of limestone, sandstone, siltstone, concrete and 
brick. Sand is fine to coarse. Rootlets present.
MADE GROUND: Yellow brown very gravelly fine to 
coarse SAND. Gravel is angular to subangular fine to 
coarse of sandstone. Sand is fine to coarse.
MADE GROUND: Brown sandy angular to subangular 
fine to coarse GRAVEL of sandstone. Sand is fine to 
coarse.
Stiff to very stiff orange brown slightly sandy slightly 
gravelly CLAY. Gravel is angular to subangular fine to 
coarse of sandstone. Sand is fine to coarse.

End of pit at 2.00 m
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Trial Pit Log
Trialpit No

TP2004E
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
29/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
2.20

0.
6

2 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 2.20m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.20

2.20

Level
(m) Legend Stratum Description

MADE GROUND: Grass over firm dark brown slightly 
gravelly very sandy clayey TOPSOIL. Gravel is angular 
to subangular fine to coarse of sandstone and glass. 
Sand is fine to coarse.
Firm orange brown slightly gravelly very sandy CLAY. 
Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to coarse.

End of pit at 2.20 m
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Trial Pit Log
Trialpit No

TT2005A
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
29/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
2.60

0.
6

5 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 2.60m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.10
0.20
0.30

0.50

0.75
0.85

1.40

2.00

2.30

2.60

Level
(m) Legend Stratum Description

MADE GROUND: Black TARMAC.
MADE GROUND: Grey very sandy angular to 
subangular fine to coarse GRAVEL of sandstone, 
tarmac, concrete and siltstone. Sand is fine to coarse.
MADE GROUND: Black clayey very sandy very silty 
angular to subangular fine to coarse GRAVEL of tarmac, 
brick and sandstone with a moderate organic odour and 
and organic matter present. Sand is fine to coarse
MADE GROUND: Orange very sandy angular to 
subangular fine to coarse GRAVEL of brick and 
sandstone. Sand is fine to coarse.
MADE GROUND: Blackish grey very sandy angular to 
subangular fine to coarse GRAVEL of sandstone, coal, 
siltstone and chert with localised pockets of grey sandy 
gravelly clay with a moderate organic odour and organic 
matter. Sand is fine to coarse.
MADE GROUND: Yellow orange sandy angular to 
subangular fine to coarse GRAVEL of sandstone and 
brick. Sand is fine to coarse.
Soft to firm reddish light brown slightly sandy gravelly 
CLAY. Gravel is angular to subangular fine to medium of 
coal. Sand is fine to coarse.
Soft to firm reddish brown slightly gravelly very sandy 
CLAY with a slight organic odour and organic matter 
present. Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to medium.
Firm dark grey silty gravelly very sandy CLAY with a 
strong organic odour and abundant organic matter 
present. Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to medium.
Greyish black silty very sandy subangular to subrounded 
fine to coarse GRAVEL of chert. Sand is fine to coarse.

End of pit at 2.60 m
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HVP=54 

HVP=28 

1.50 D

2.10 D

2.60 D
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Trialpit No

TT2005B
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
30/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
1.50

0.
6

2 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. Land drain encountered at 0.60m. 3. Trial pit 
terminated at 1.50m bgl due to high volumes of water. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.40
0.50

0.90

1.50

Level
(m) Legend Stratum Description

MADE GROUND: Firm dark brown sandy very gravelly 
clay TOPSOIL. Gravel is angular to subangular fine to 
coarse of mixed lithologies including sandstone, tarmac, 
brick, concrete and siltstone. Sand is fine to coarse.

MADE GROUND: Black grey silty very sandy angular to 
subangular fine to medium GRAVEL of tarmac, coal and 
siltstone. Sand is fine to coarse.
Greyish yellow very sandy angular to subangular fine to 
coarse GRAVEL of sandstone, siltstone and chert. Sand 
is fine to coarse.

Becoming grey from 0.70m bgl.
Soft to firm greyish brown gravelly silty very sandy CLAY 
with a moderate organic odour and organic matter 
present. Gravel is angular to subangular fine to coarse of 
sandstone, siltstone and chert. Sand is fine to medium.

End of pit at 1.50 m
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1.20 D
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Trialpit No
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Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
29/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
0.90

0.
6

2 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. Groundwater seepage at 0.50m bgl. 3. Trial 
pit terminated at 0.90m bgl due to high volume of water. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.40

0.70

0.90

Level
(m) Legend Stratum Description

MADE GROUND: Grass over brown clayey gravelly 
sandy TOPSOIL. Gravel is angular to subangular fine to 
coarse of sandstone. Sand is fine to coarse. Rootlets 
abundant.

MADE GROUND: Orange brown clayey very gravelly 
fine to coarse SAND. Gravel is angular to subangular 
fine to coarse of sandstone.

Stiff to very stiff red mottled grey slightly gravelly sandy 
CLAY. Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to medium. 

End of pit at 0.90 m
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Trial Pit Log
Trialpit No

TT2006B
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
30/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
0.70

0.
6

3 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 1.70m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.10
0.20
0.30
0.40

0.70

Level
(m) Legend Stratum Description

MADE GROUND: Grass over brown clayey gravelly 
sandy TOPSOIL. Gravel is angular to subangular fine to 
coarse of sandstone. Sand is fine to coarse. Rootlets 
abundant.
MADE GROUND: Black TARMAC.
MADE GROUND: CONCRETE.
MADE GROUND: Orange very gravelly fine to coarse 
SAND. Gravel is angular to subangular fine to coarse of 
sandstone.
Stiff to very stiff red mottled grey slightly gravelly sandy 
CLAY. Gravel is angular to subangular fine to coarse of 
sandstone. Sand is fine to medium. Rootlets present.

End of pit at 0.70 m
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HVP=107 

1.70 D
HVP=137 
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Trialpit No
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Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
30/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
2.10

0.
6

3 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. Groundwater strike at 0.60m bgl. 3. Trial pit 
terminated at 2.10m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.10

0.90

2.10

Level
(m) Legend Stratum Description

MADE GROUND: Wood chipping over brown sandy 
gravelly clayey TOPSOIL. Gravel is angular to 
subangular fine to coarse of sandstone and siltstone. 
Sand is fine to coarse. Rootlets present.
MADE GROUND: Brown sandy gravelly COBBLE of 
brick and concrete with boulder content of concrete and 
brick, slight organic odour and organic matter present. 
Gravel is angular to subangular fine to coarse of mixed 
lithologies including brick, wood, plastic, metal, brick, 
sandstone and siltstone. Sand is fine to coarse.

Stiff orange brown gravelly very sandy CLAY. Gravel is 
angular to subangular fine to coarse of sandstone. Sand 
is fine to medium.

At 0.90m bgl geomembrane present.

End of pit at 2.10 m
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Trial Pit Log
Trialpit No

TT2007B
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
30/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
2.60

0.
6

3 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. Groundwater strike at 0.90m bgl. 3. Trial pit 
terminated at 2.60m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.10

0.90

2.60

Level
(m) Legend Stratum Description

MADE GROUND: Wood chipping over brown sandy 
gravelly clayey TOPSOIL. Gravel is angular to 
subangular fine to coarse of sandstone and siltstone. 
Sand is fine to coarse. Rootlets present.
MADE GROUND: Brown sandy gravelly COBBLE of 
brick and concrete with boulder content of concrete and 
brick, slight organic odour and organic matter present. 
Gravel is angular to subangular fine to coarse of mixed 
lithologies including brick, wood, plastic, metal, brick, 
sandstone and siltstone. Sand is fine to coarse.

Stiff orange brown gravelly very sandy CLAY. Gravel is 
angular to subangular fine to coarse of sandstone. Sand 
is fine to medium.

At 0.90m bgl geomembrane present.

End of pit at 2.60 m

1

2

3

4

5



Trial Pit Log
Trialpit No

TT2007C
Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
30/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
1.50

0.
6

8 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. Groundwater seepage at 0.80m bgl. 3. Trial 
pit terminated at 1.50m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.30

0.80

1.50

Level
(m) Legend Stratum Description

MADE GROUND: Grass over brown sandy gravelly 
clayey TOPSOIL. Gravel is angular to subangular fine to 
coarse of brick, plastic, sandstone and siltstone. Sand is 
fine to coarse. Rootlets abundant.
MADE GROUND: Firm to stiff orange brown very sandy 
gravelly CLAY with localised pockets of organic matter 
and very soft to soft grey sandy clay. Gravel is angular to 
subangular fine to coarse of brick, wood and sandstone. 
Sand is fine to medium. (REWORKED).

From 0.50m to 0.70m bgl localised pockets of organic matter including 
bark and decaying leaf litter.
From 0.60m to 0.70m bgl localised pockets of very soft to soft grey 
sandy clay with a strong organic odour.
Orange slightly gravelly clayey fine to medium SAND . 
Gravel is angular to subrounded fine to coarse of 
sandstone and chert.

End of pit at 1.50 m
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Trialpit No
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Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
30/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
0.60

0.
6

3 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 0.60m bgl due to refusal on concrete. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.40

0.60

Level
(m) Legend Stratum Description

MADE GROUND: Grass over brown sandy gravelly 
clayey TOPSOIL. Gravel is angular to subangular fine to 
coarse of wood, brick, tarmac, sandstone and siltstone. 
Sand is fine to coarse. Rootlets present. Organic matter 
present.
MADE GROUND: Soft to firm light brown sandy gravelly 
CLAY. Gravel is angular to subangular fine to coarse of 
brick, concrete, sandstone and siltstone. Sand is fine to 
coarse. (REWORKED).

End of pit at 0.60 m
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Trialpit No
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Sheet 1 of 1

Project 
Name: CAMELOT

Project No.
GRO-24220

Co-ords:
Level:

- Date
30/04/2025

Location:

Client:

CHARNOCK RICHARD

STORY HOMES

Dimensions 
(m):

Depth
1.10

0.
6

3 Scale
1:25

Logged
LD

Remarks:

Stability:

1. Location cleared of services using handheld CAT scanner. 2. No groundwater encountered. 3. Trial pit 
terminated at 1.10m bgl. 4. Trial pit backfilled with arisings.

Stable

W
at

er
St

rik
e Samples and In Situ Testing

Depth Type Results
Depth

(m)

0.40

0.60

1.10

Level
(m) Legend Stratum Description

MADE GROUND: Grass over brown sandy gravelly 
clayey TOPSOIL. Gravel is angular to subangular fine to 
coarse of brick, plastic, sandstone and siltstone. Sand is 
fine to coarse. Rootlets abundant.

MADE GROUND: Brown clayey sandy angular to 
subangular fine to coarse GRAVEL of sandstone, 
siltstone, plastic, wood brick, concrete. Sand is fine to 
coarse.
Stiff reddish brown mottled grey slightly gravelly very 
sandy CLAY. Gravel is angular to subangular fine to 
coarse of sandstone. Sand is fine to medium.

At 0.60m bgl geomembrane present.

End of pit at 1.10 m
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FORMER CAMELOT THEME PARK 

ORGANIC MATERIALS REPORT AND REVISED CMRA 
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Limitations 

This report (Report) forms part of the Services and if applicable Additional Services undertaken by 

Groundtech Consulting Ltd pursuant to a written contract (Agreement) which contains detailed provisions 

including express limitations of the liability of Groundtech Consulting Ltd. 

 

This Report was prepared using reasonable skill and care as stated in the Agreement for the purpose 

including intended end use stated by the Client (Purpose) and the liability of Groundtech Consulting Ltd in 

respect of the form and content of this Report is no greater than its liability under the Agreement.  All 

records, measurements notes, or any other data (Data) obtained by or for the benefit of the Consultant 

were obtained at a specific point in time and it may not be assumed by the Client or any person relying on 

this Report that the Data will remain unaffected by the passage of time, the seasons, weather conditions, 

changes in the water table or the carrying out and completion of works at the Site.  

 

Unless otherwise agreed this Report has been prepared exclusively for the use and reliance of the Client 

and may not be relied upon, by any other party except as provided for in the Agreement. A third party who 

relies on this Report, does so at their own and sole risk and Groundtech Consulting Ltd has no liability to 

such parties. 

 

Groundtech Consulting Ltd that this Report is to be used for the Purpose. The Purpose was instrumental in 

determining the scope and of the Services provided.  If the Purpose should change, the Client may not be 

able to rely on the Report without the separate agreement of Groundtech Consulting Ltd. 

 

Since the Report was written, later changes in legislation, statutory requirements and industry best 

practices have not been considered and this should be allowed for.  Ground conditions can also change 

(see below) and should be investigated if there is any significant delay in acting on the findings of this 

Report.  The period of time may result in changes in site conditions, regulatory or other legal provisions, 

technology or economic conditions which could render the Report inaccurate or unreliable.  The 

information and conclusions in this Report should not be relied upon in the future without written 

confirmation from Groundtech Consulting Ltd that it is safe to do so.  

 

The observations and conclusions outlined in this Report are based exclusively on the services that were 

provided as set out in the agreement between the client and Groundtech Consulting Ltd. 

 

Groundtech Consulting Ltd is not liable for the existence of any condition, the discovery of which would 

require additional investigation outside the agreed scope of works or core competency.  The Report is 

based upon Groundtech Consulting Ltd’s observations of existing physical conditions at the Site gained 

from site reconnaissance together with interpretation of information including documentation, obtained 

from third parties and from the Client on the history and usage of the Site.  The findings and 

recommendations contained in this Report are based in part upon information provided by third parties, 

and Groundtech Consulting Ltd have relied upon such information assuming it to be correct. 

 

Groundtech Consulting Ltd accepts no responsibility for errors or inaccuracies in third party information 

presented in this Report.  Groundtech Consulting Ltd was not authorised to independently verify the 

accuracy or completeness of information, documentation or materials received from the client or third 

parties, including laboratories and information services, during the performance of the Services or 

Additional Services.  Groundtech Consulting Ltd is not liable for any inaccurate information, 

misrepresentation of data or conclusions, which may inform the scope of investigation undertaken by 

Groundtech Consulting Ltd and forms the contract with the client. 
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Where field investigations have been carried out these have been restricted to a level of detail required to 

achieve the stated objectives of the work. Ground conditions may also vary due to the ground’s 

heterogeneous properties and because investigation exploratory locations only allow examination of the 

ground at discrete locations.  The potential exists for ground conditions to be encountered which are 

different to those considered in this Report, particularly between exploratory holes.  The extent of the 

limited area depends on the soil and groundwater conditions, together with other constraints such as the 

position of any existing structures and underground utilities.  If so stipulated in the Agreement, geo-

environmental testing was carried out for a limited number of parameters based on an understanding of 

the available operational and historical information, and it should not be inferred that other chemical 

species are not present. 

 

Any groundwater conditions entered on the exploratory hole records are those observed at the time of 

investigation. The groundwater level often has not had time to reach equilibrium and a monitoring period 

is required.  Furthermore, groundwater levels are subject to seasonal variation or changes in local drainage 

conditions and groundwater levels may occur at other times of the year which are higher than were 

recorded during this investigation. 

 

Any site drawings provided in this Report are preliminary and used to present the general relative locations 

of features on, and surrounding, the Site. 

 

 




